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Introduction

In the last meeting, a proposal on the required changes in TS38.101-3 for UE supporting PC2 inter-band EN-DC including FDD bands was approved in [1]. This contribution provides a text proposal for the agreed skeleton of TR 37.815 [2] on the section of  the impacts on RAN4 specification based on the proposal.

Reference

R4-1900462, Some initial discussion on high power UE for inter-band EN-DC including FDD bands, ZTE Corporation

R4-1900694, Skeleton for TR 37.815  Study on high power UE (power class 2) for EN-DC (1 LTE FDD band + 1 NR TDD band), China Unicom
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specification impacts 

8.1


Impacts on RAN4 specifications

Required changes in UE RF specification TS 38.101-3 are shown in Table 8.1-1.

Table 8.1-1: Required changes in TS 38.101-3

	Section
	Requirement
	Required changes in TS 38.101-3 compared to the same band combination for power class 3

	6.2B.1
	UE maximum output power for EN-DC
	Add power class 2 for inter-band EN-DC. The additional details of power class for LTE and NR may be also needed

	6.2B.4.1.3
	Configured output power for inter-band EN-DC within FR1
	It shall be verified whether the existing Pcmax for inter-band EN-DC can be applied to HP UE. Some changes shall be needed to address SAR issue.

	7.3B.2.3.1
	Reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	No changes for case 1

No changes for case 2 considering the harmonic product of TDD band (high band) would not be possible to affect the lower FDD band. 

	7.3B.2.3.2
	MSD due to receiver harmonic mixing for EN-DC in NR FR1
	No changes for case 1

MSD value may need to be re-evaluated for case 2

	7.3B.2.3.3
	Reference sensitivity exceptions due to close proximity of bands for EN-DC in NR FR1
	No changes for case 1

MSD value may need to be re-evaluated for case 2

	7.3B.2.3.4
	Reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
	No changes for case 1

MSD value may need to be re-evaluated for case 2



	7.3B.2.3.5
	Reference sensitivity exceptions for intermodulation interference due to dual uplink operation for EN-DC in NR FR1
	MSD value may need to be re-evaluated for case 1 and case 2




8.2


Impacts on specifications for the other WGs (if applicable)
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