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------------------------------ Modified section ------------------------------
[bookmark: _Toc535320683]8	Conducted performance requirements
[bookmark: _Toc535320684]8.1	General
[bookmark: _Toc535320685]8.1.1	Scope and definitions
Conducted performance requirements specify the ability of the BS type 1-C or BS type 1-H to correctly demodulate signals in various conditions and configurations. Conducted performance requirements are specified at the antenna connector(s) (for BS type 1-C) and at the TAB connector(s) (for BS type 1-H).
Conducted performance requirements for the BS are specified for the fixed reference channels defined in annexes A.3-A.5 and the propagation conditions in annex G. The requirements only apply to those FRCs that are supported by the base station.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320687]8.2	Performance requirements for PUSCH
[bookmark: _Toc535320688]8.2.1	Requirements for PUSCH with transform precoding disabled
[bookmark: _Toc535320689]8.2.1.1	General
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annexes A.3-A.5. The performance requirements assume HARQ retransmissions.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320690]8.2.1.2	Minimum requirements
The throughput shall be equal to or larger than the fraction of maximum throughput for the FRCs stated in tables 8.2.1.2-1 to 8.2.1.2-7 at the given SNR for 1Tx or for 2Tx two-layer spatial multiplexing transmission. FRCs are defined in annexes A.3-A.5.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320691]8.2.2	Requirements for PUSCH with transform precoding enabled
[bookmark: _Toc535320692]8.2.2.1	General
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A.3. The performance requirements assume HARQ retransmissions.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320693]8.2.2.2	Minimum requirements
The throughput shall be equal to or larger than the fraction of maximum throughput for the FRCs stated in tables 8.2.2.2-1 to 8.2.2.2-2 at the given SNR. FRCs are defined in annex A.3.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320855]11.2.2	Requirements for BS type 2-O
[bookmark: _Toc535320856]11.2.2.1	Requirements for PUSCH with transform precoding disabled
[bookmark: _Toc535320857]11.2.2.1.1	General
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annexes A.3-A.5. The performance requirements assume HARQ retransmissions.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320859]11.2.2.2	Requirements for PUSCH with transform precoding enabled
[bookmark: _Toc535320860]11.2.2.2.1	General
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in aAnnex A.3. The performance requirements assume HARQ retransmissions.
------------------------------ End of modified section ------------------------------


