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1	Introduction
In last RAN plenary meeting #83, a new WI was approved to add wider channel bandwidths in NR band n38 [1].
[bookmark: OLE_LINK1]In this contribution we provide analysis and proposals on the BS RF requirements on those channel bandwidths.
2	Discussion
[bookmark: _Hlk500256944]The supported maximum channel bandwidth for NR band n38 is 20 MHz in Rel-15. The objective of the WID [1] is to add to NR band n38 the support of channel bandwidths of 40 MHz, with subcarrier spacing of 15 kHz, 30 kHz and 60 kHz. The BS RF requirements for different channel bandwidth and SCS are defined in a band agnostic manner. It is anticipated that there is no specific BS RF requirement need to be supplemented. Hence the only change needed for TS 38.104 is to add the channel bandwidth in the Table 5.3.5-1.
= = = Required change for 38.104 Table 5.3.5-1= = =
Table 2.1-1: BS channel bandwidths and SCS per operating band in FR1
	NR band / SCS / BS channel bandwidth

	NR Band
	SCS
kHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	



Proposal: the necessary change for TS 38.104 as in Table 2.1-1 is approved for the WI.
[bookmark: _GoBack]3	Conclusions
[bookmark: OLE_LINK3]In this contribution we provide discussion on the BS RF requirements on those additional channel bandwidths. 
Proposal: the necessary change for TS 38.104 as in Table 2.1-1 is approved for the WI.
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