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1	Introduction
In last RAN plenary meeting #83, a new WI was approved to add wider channel bandwidths in NR band n38 [1]. The objective of this WI is to add to NR band n38 the support of channel bandwidths of 40 MHz.
In this contribution we provide discussion on band 7 protection and UE reference sensitivity requirements for 40 MHz channel bandwidth.
2	Discussion
For the wider channel bandwidths in NR band n38, one of expected impacts is band 7 protection. In Release 15, the supported maximum channel bandwidth for NR band n38 is 20 MHz which is the same as in LTE. 
Table 2-1: Requirements for spurious emissions for UE co-existence for n38
	NR Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n38

	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	NOTE 1:	FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 or Table 5.5-1 in TS 36.101
NOTE 15:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 and Table 6.5A.3.1-1 from the edge of the channel bandwidth.
NOTE 22:	This requirement is applicable for power class 3 UE for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.  For power class 2 UE for any channel bandwidths within the range 2570 - 2615 MHz, NS_44 shall apply. For power class 2 or 3 UE for carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.
NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.




[bookmark: OLE_LINK16]It can be found from the co-existence table that the protection of band 7 is achieved through uplink transmission restrictions. For 15 MHz and 20 MHz, the transmission bandwidth is up to 54 RB. While for 40 MHz channel bandwidth, addition to wide band spectral regrowth the IM3 and CIM3 of small RB allocation will exceed the emission limits, as verified in LTE CA_38C. It requires NS value and A-MPR definition.
The other expected impact is receiver reference sensitivity. Band n38 is a TDD band, and for channel bandwidth up to 20 MHz, the same sensitivity levels as band n39 and n40 are defined in existing 36.101. Hence for 40 MHz we can reuse the sensitivity levels for band n39 and n40 as shown in Table 2-2.
[bookmark: _Hlk507958268]Table 2-2: Two antenna port reference sensitivity QPSK PREFSENS 
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	40
MHz
(dBm)
	50
MHz
(dBm)
	60
MHz
(dBm)
	80
MHz
(dBm)
	90
MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n381
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	-90.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	-90.7
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	-90.9
	
	
	
	
	
	

	n39
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	

	n40
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	-89.8
	-89.1
	-87.6
	
	
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE.



3	Conclusions
[bookmark: OLE_LINK3]In this contribution we provide discussion on UE RF requirements for the newly added channel bandwidth 40 MHz. For band 7 protection, NS value and A-MPR definition are needed to achieve the co-existence. And for the receiver requirements, we think the band n39 or n40 reference sensitivity for 40 MHz CBW can be reused for band n38.
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