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1 Introduction
In IAB WI objective [1] , the RAN4 related scope is defined and in this paper, we present our view on the IAB frequency band of IAB WI.
2 Discussion
The WI objective specify a broad scope for RF related work, these items are listed as below:

•
IAB node support both FR1 and FR2

From the deployment scenario perspective, we believe the Fix Wireless Access (FWA) should be prioritized in the context of the IAB WI. The FWA is not a new concept to replace the wireline connection in the last mile, we believe NR will enable cost-efficient FWA solution with a 10 to 100 times more capability than 4G network, which this should be leveraged using the FR2 frequency with the large frequency bandwidth of up to 400MHz and the beam forming technique.
From the above reasoning, we propose the FR2 NR band should be supported for IAB node:

Table 5.2-2: NR operating bands in FR2

	NR operating band
	Uplink (UL) and Downlink (DL) operating band
BS transmit/receive
UE transmit/receive

FUL,low   –  FUL,high

FDL,low   –  FDL,high
	Duplex Mode

	n257
	26500 MHz – 29500 MHz
	TDD

	n258
	24250 MHz – 27500 MHz
	TDD

	n260
	37000 MHz – 40000 MHz
	TDD

	n261
	27500 MHz – 28350 MHz
	TDD


Proposal: IAB node should support the FR2 NR band.
3 Conclusions

In this contribution, we have provided our view on the frequency band of IAB WI work and propose the following:
Proposal: IAB node should support the FR2 NR band.
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