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The DRX cycle length for DRX.6 is incorrect with respect to the intended value stated in the heading (320ms).
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FIRST CHANGE
[bookmark: _Hlk4578194]
A.3.3.5	DRX Configuration 5: DRX cycle = 320 ms and TAT = Infinity
Table A.3.3.5-1: DRX.5: DRX cycle = 320 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	psf6

	drx-InactivityTimer
	psf1920

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	Sf320, 0

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:	For further information see clause 6.3.2 in TS 36.331 [16].



A.3.3.6	DRX Configuration 6: DRX cycle = 320 ms and TAT = Infinity
Table A.3.3.6-1: DRX.6: DRX cycle = 320 ms and time alignment timer (TAT) = Infinity500 ms
	Field
	Value

	drx-onDurationTimer
	1 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	640 320 ms

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:	The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]
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