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< start of change1 >
6.2.3.8
A-MPR for NS_37

Table 6.2.3.8-1: A-MPR for B11/B21 protection (NS_37) for 10MHz, 15MHz (1447.9-1462.9MHz)
	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A
(Outer/Inner)
	Region B
(Outer/Inner)
	Region C
(Outer/Inner)

	
	
	RBstart
	LCRB

	A-MPR
	RBstart

	LCRB

	A-MPR
	RBstart

	LCRB

	A-MPR

	10 MHz
	1452.9 < FC ≤ 1457.9
	≥ 0
	>  7.2MHz/12/SCS
	≤ A1
	N/A 
	N/A 
	N/A 
	N/A 
	N/A 
	N/A 

	15 MHz
	FC = 1455.4
	≥ 0
	>  9.9MHz/12/SCS
	≤ A1
	< [0.54]MHz/12/SCS
	< [1.08]MHz/12/SCS
	[≤ A2]
	> [13.86]MHz/12/SCS
	< [1.08]MHz/12/SCS
	[≤ A2]

	NOTE 1:
A-MPR values in Table 6.2.3.8-2.

NOTE 2:
The backoff applied is max (MPR, A-MPR) where MPR is defined in Table 6.2.2-1

NOTE 3:
For any undefined region, MPR applies

NOTE 4:
No A-MPR for SCS = 60 kHz for Region B and C only.


< end of change1 >
< start of change2 >
6.2.3.9
A-MPR for NS_38

Table 6.2.3.9-1: A-MPR for EESS (NS_38) Protection (1430-1470MHz)

	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A

(Outer/Inner)
	Region B

(Outer/Inner)

	
	
	RBstart
	LCRB
	A-MPR
	RBstart+LCRB
	A-MPR

	10 MHz
	[1435 ≤ FC < 1442]
	[<= -1.8 MHz/12/SCS + LCRB/2]
	> [3.6]MHz/12/SCS
	[≤ 12]
	≤ [2.16]MHz/12/SCS  
	[≤ 9]

	15 MHz
	[1437.5 ≤ FC < 1447.5]
	[<= -1.8 MHz/12/SCS + LCRB/2]
	> [3.6]MHz/12/SCS
	[≤ 13]
	≤ [3.6]MHz/12/SCS
	[≤ 10]

	20 MHz
	[1440 ≤ FC < 1450]
	[<= -1.8 MHz/12/SCS + LCRB/2]
	> [3.6]MHz/12/SCS
	[≤ 13]
	≤ [5.4]MHz/12/SCS
	[≤ 10]

	NOTE 1:
The backoff applied is max(MPR, A-MPR) where MPR is defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2

NOTE 3:
For any undefined region, MPR applies

NOTE 4:
A-MPR applies to all modulation and waveform types.


< end of change2 >
< start of change3 >
6.2.3.10
A-MPR for NS_39

Table 6.2.3.10-1: A-MPR for own RX (NS_39) Protection for 10MHz,15MHz, 20MHz (1440-1470MHz)

	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A

(Outer/Inner)

	
	
	RBstart+LCRB
	A-MPR

	10MHz
	[1462 < FC ≤ 1465]
	> [7.9]MHz/12/SCS
	[≤ 6]

	15MHz
	[1456.3 < FC ≤ 1462.5]
	> [11.2]MHz/12/SCS
	[≤ 6]

	20MHz
	[1450.8 < FC ≤ 1460]
	> [14.4]MHz/12/SCS 
	[≤ 6]

	NOTE 1:
The backoff applied is max(MPR, A-MPR) where MPR is defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2

NOTE 3:
For any undefined region, MPR applies

NOTE 4:
A-MPR applies to all modulation and waveform types.


< end of chang3 >
