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<Start of Changes>
A.5.5.1.9	UE Radio Link Monitoring Scheduling Restrictions on FR2
A.5.5.1.9.1	Test Purpose and Environment
The purpose is to verify that the NR UE correctly follows the RLM scheduling restrictions requirements due to Rx beam sweeping in FR2 defined in clause 8.1.7.3. This test verifies that the UE correctly receive the PDCCH scheduled on the symbols right before and the RLM SSB symbols without overlap so that it sends ACK/NACK correctly in FR2.
The test parameters are given in table A.5.5.1.9.1-1, table A.5.5.1.9.1-2 and table A.5.5.1.9.1-3 below. The UE is required during time period T1 and T3 to transmit ACK/NACK correctly upon scheduling of PDSCH.
Table A.5.5.1.9.1-1: Supported test configurations
	Configuration
	Description

	1
	120 kHz SSB SCS, 120 kHz RMC SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.5.5.1.9.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Value
	Comment

	RF Channel Number
	
	1
	1
	

	SSB configuration
	
	1
	SSB.4 FR2
	

	SMTC configuration
	
	1
	SMTC pattern 1
	

	DRX cycle length
	s
	1
	OFF
	

	T1
	s
	1
	3
	During T1 the UE is required to correctly transmit ACK/NACK

	T2
	symbol
	1
	[4]
	The UE is not required to transmit or receive at the RLM-RS symbols

	T3
	s
	1
	3
	During T3 the UE is required to correctly transmit ACK/NACK


Table A.5.5.1.9.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR2
	Parameter
	Unit
	Test configuration
	Cell 1

	
	
	
	T1

	TDD configuration
	
	1
	TDDConf.3.1

	AoA setup
	
	1
	[bookmark: _GoBack]TBD

	PDSCH RMC configuration
	
	1
	TBD

	RMSI CORESET RMC configuration
	
	1
	TBD

	Dedicated CORESET RMC configuration
	
	1
	TBD

	TRS configuration
	
	1
	TRS.2.1 TDD

	PDCCH/PDSCH TCI state
	
	1
	TCI.State.2

	OCNG Pattern
	
	1
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1
	ULBWP.0.1

	RLM-RS
	
	1
	SSB

	AoA setup
	
	1
	Setup 1 defined in A.3.15.1

	

	dB
	1
	TBD

	
 Note2
	dBm/SCS
	1
	TBD

	
 Note2
	dBm/15 kHz
	1
	TBD

	

	dB
	1
	TBD

	SS-RSRP Note3
	dBm/SCS
	1
	TBD

	Io
	dBm/95.04 MHz
	1
	TBD



A.5.5.1.9.2	Test Requirements
When the reference signal to be measured for RLM on frequency range FR2, there are restrictions on the scheduling availability as described in the clause 8.1.7.3.
The UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on RLM-RS symbols to be measured for radio link monitoring. The UE behaviour is required to follow the requirements defined in clause 8.1.7.3. 
<End of Changes>
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