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****************************** BEGIN ***************************
[bookmark: _Toc535441888]6.5.3.5	Test requirements
The EVM of each NR carrier for different modulation schemes on PDSCH shall be less than the limits in table 6.5.3.5-1.
Table 6.5.3.5-1 EVM requirements for BS type 1-C and BS type 1-H
	Modulation scheme for PDSCH
	Required EVM (%)

	QPSK
	18.5 %

	16QAM
	13.5 %

	64QAM
	9 %

	256QAM
	4.5 %



EVM shall be evaluated for each NR carrier over all allocated resource blocks and downlink slotssubframes and with RS density configuration of DM-RS of comb 2 (every other subcarrier) in slot formats with DM-RS located on symbols 3 and 11. Different modulation schemes listed in table 6.5.3.5-1 shall be considered for rank 1.
EVM measurements start on the third symbol of a slot.
For NR, for all bandwidths, the EVM measurement shall be performed for each NR carrier over all allocated resource blocks and downlink slots ofsubframes within 10 ms measurement periods. The boundaries of the EVM measurement periods need not be aligned with radio frame boundaries.
Table 6.5.3.5-2, 6.5.3.5-3, 6.5.3.5-4 below specify the EVM window length (W) for normal CP for BS type 1-C and BS type 1-H.
Table 6.5.3.5-2 EVM window length for normal CP for NR, FR1, 15 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13 (%)
(Note)

	5
	512
	36
	14
	40

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	Note: 	These percentages are informative and apply to a slot’s symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table 6.5.3.5-3 EVM window length for normal CP for NR, FR1, 30 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (%)
(Note)

	5
	256
	18
	8
	40

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	Note: 	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table 6.5.3.5-4 EVM window length for normal CP for NR, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (%)
(Note)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	Note: 	These percentages are informative and apply to a slot’s symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.
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