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< Start of first change >
8.1.2
Applicability rule
8.1.2.0 
General

Unless otherwise stated, for BS declared to support more than 2 demodulation branches (for BS type 1-O and BS type 2-O), the performance requirement tests for 2 demodulation branches shall aplly, and the mapping of connectors and demodulation branches is up to BS implementation. 
8.1.2.1 
Applicability of PUSCH performance requirements
8.1.2.1.1
Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUSCH requirement tests shall apply only for each subcarrier spacing declared to be supported.

8.1.2.1.2
Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported, the tests for a specific channel bandwidth shall apply only if the BS supports it.
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
8.1.2.1.3
Applicability of requirements for different configurations
Unless otherwise stated, PUSCH requirement tests shall apply only for a specific mapping type (i.e., mapping type A or type B) declared to be supported. For BS supporting both mapping type A and B, the test shall be done for either mapping type A or type B.

Unless otherwise stated, PUSCH requirement tests shall apply only for a DMRS configuration declared to be supported. For BS supporting both DMRS configuration 1+0 and 1+1, the test shall be done for DMRS configuration 1+1.
Unless otherwise stated, for BS type 2-O, PUSCH requirement tests with modulation order higher than QPSK shall apply for a PT-RS configuration (i.e., with PT-RS configured and without PT-RS configured) declared to be supported. For BS supporting both with PT-RS configured and without PT-RS configured, the test shall be done for either with PT-RS configured and without PT-RS configured.
8.1.2.1.4
Applicability of requirements for carrier aggregation
Editor’s note: The applicability of CA requirements will be added.
8.1.2.1.5
Applicability of requirements with high SNR
Editor’s note: The applicability of requirements with high SNR will be added.
8.1.2.2 
Applicability of PUCCH performance requirements
8.1.2.2.1
Applicability of requirements for different formats

Unless otherwise stated, PUCCH requirement tests shall apply only for each PUCCH format declared to be supported.
8.1.2.2.2
Applicability of requirements for different subcarrier spacings
Unless otherwise stated, PUCCH requirement tests shall apply only for each subcarrier spacing declared to be supported.

8.1.2.2.3
Applicability of requirements for different channel bandwidths
For each subcarrier spacing declared to be supported by the BS, the tests for a specific channel bandwidth shall apply only if the BS supports it.
Unless otherwise stated, for each subcarrier spacing declared to be supported, the tests shall be done only for the widest supported channel bandwidth. If performance requirement is not specified for this widest supported channel bandwidth, the tests shall be done by using performance requirement for the closest channel bandwidth lower than this widest supported bandwidth; the tested PRBs shall then be centered in this widest supported channel bandwidth.
8.1.2.2.4
Applicability of requirements for different configurations
Unless otherwise stated, PUCCH format 3 requirement tests shall apply only for a DMRS configuration (i.e., with or without additional DMRS) declared to be supported. For BS supporting both with and without additional DMRS configuration, the test shall be done for either with or without additional DMRS configuration.
Unless otherwise stated, PUCCH format 4 requirement tests shall apply only for a DMRS configuration (i.e., with or without additional DMRS) declared to be supported. For BS supporting both with and without additional DMRS configuration, the test shall be done for either with or without additional DMRS configuration.
8.1.2.3 
Applicability of PRACH performance requirements 
8.1.2.3.1
Applicability of requirements for different formats

Unless otherwise stated, PRACH requirement tests shall apply only for each PRACH format declared to be supported.
8.1.2.3.2
Applicability of requirements for different subcarrier spacings
Unless otherwise stated, for each PRACH format with short sequence declared to be supported, for each FR, the tests shall apply only for the smallest supported subcarrier spacing in the FR. 
8.1.2.3.3
Applicability of requirements for different channel bandwidths
Unless otherwise stated, for the subscarrier spacing to be tested, the tests shall apply only for anyone channel bandwidth declared to be supported.
< End of first change >
