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1. Introduction
SSB based Beam Failure Detection requirements are FFS since it is unclear if SSB based BFD is supported.
In this contribution we present our views on SSB based BFD requirements.

2. Discussion
In RAN4#89 it was agreed to send an LS to RAN1 to clarify the support of SSB based BFD. LS [1] was sent to RAN1. The support of SSB based BFD is pending RAN1 reply to LS [1].
Observation #1: Clarification on support for SSB based BFD is pending RAN1 reply to LS from RAN4
[bookmark: _GoBack]However, RAN4 has not yet received a reply to LS from RAN1 on clarification of support for SSB based BFD. In order to complete Rel-15 RRM Core and Performance requirements by RAN#84 we propose to include SSB based BFD requirements if RAN4 receives reply LS by RAN4#92. In case RAN1 doesn’t provide reply LS by RAN4#92, we recommend not introducing requirements for SSB based BFD in Rel-15. 
Proposal #1: For Rel-15 RAN4 shall define SSB based BFD requirements if RAN1 provides reply LS by RAN4#92, otherwise no requirements shall be defined
3. Conclusion
In this paper we present our views on SSB based BFD requirements and have the following observations and proposals:
Observation #1: Clarification on support for SSB based BFD is pending RAN1 reply to LS from RAN4
Proposal #1: For Rel-15 RAN4 shall define SSB based BFD requirements if RAN1 provides reply LS by RAN4#92, otherwise no requirements shall be defined
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