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1. Introduction

A text proposal[1] is approved for CA_2DL_n41(2A)_1UL_n41A in TR 38.716-01-01. But the operating band and REFSENS configuration for intra-band NC CA need to be added in 38.101-1 Rel-16 specification. In this paper, we propose an updated TP to add them.
2. Text proposal
----- < Unchanged sections omitted > -----

6.2
CA_2DL_n41(2A)_1UL_n41A
6.2.1 Operating band for CA
	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n41(2A)
	n41


6.2.2
Channel bandwidths per operating band for CA
Table 6.2.2-1: Supported bandwidth combinations for CA_2DL_n41(2A)_1UL _n41A

	
	
	E-UTRA CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n41(2A)
	-
	40
	40
	
	
	
	80
	0

	
	
	40
	50
	
	
	
	90
	

	
	
	40
	60
	
	
	
	100
	

	
	
	50
	50
	
	
	
	
	

	
	
	50
	60
	
	
	
	110
	

	
	
	40
	80
	
	
	
	120
	

	
	
	60
	60
	
	
	
	
	

	
	
	50
	80
	
	
	
	130
	

	
	
	40
	100
	
	
	
	140
	

	
	
	60
	80
	
	
	
	
	

	
	
	50
	100
	
	
	
	150
	

	
	
	60
	100
	
	
	
	160
	

	
	
	80
	80
	
	
	
	
	

	
	
	50
	40
	
	
	
	90
	

	
	
	60
	40
	
	
	
	100
	

	
	
	60
	50
	
	
	
	110
	

	
	
	80
	40
	
	
	
	120
	

	
	
	80
	50
	
	
	
	130
	

	
	
	100
	40
	
	
	
	140
	

	
	
	80
	60
	
	
	
	
	

	
	
	100
	50
	
	
	
	150
	

	
	
	100
	60
	
	
	
	160
	

	
	
	100
	80
	
	
	
	180
	

	
	
	80
	100
	
	
	
	180
	


6.2.3
Co-existence studies
There are no co-existence issues for this combination.
6.2.4
REFSENS
There are no REFSENS exceptions for this combination. UL configuration for REFSENS is listed below.
Table 6.X.4-1: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity

	CA configuration
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
	ΔRIBNC (dB)
	Duplex mode

	CA_n41(2A)
	NOTE 1
	NOTE 2
	NOTE 3
	0.0
	TDD

	NOTE 1:
All combinations of channel bandwidths defined in Table 5.5A.2-1.

NOTE 2:
All applicable sub-block gap sizes.

NOTE 3:
The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.3.2-1. 
NOTE 4:
The carrier center frequency of PCC in the DL operating band is configured closer to the UL operating band.


----- < End of changes >-----
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