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1. Introduction

The latest basket WI for Rel.16 Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL) including the support of DC_3-3_n257 combination was approved during RAN#83[1]. In this text proposal, we provide the UE requirements for DC_3-3_n257.
2. References

[1]
RP-190705,
“Revised WID: Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL)” 
NTT DOCOMO, INC., RAN#81
3. Text proposal to 37.716-11-11
6.2.x
DC_3-3_n257
6.2.x.1
Operating bands for DC

Table 6.2.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_3-3_n257
	CA_3-3
	n257
	No


6.2.x.2
Configuration for DC

Table 6.2.x.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_3A-3A_n257A
	DC_3A_n257A
	CA_3A-3A
	n257A


6.2.x.3
Spurious emission band UE co-existence for DC
No additional requirements are needed.
6.2.x.4
MSD analysis for DC

No IMD issues are expected for DC configuration between the LTE bands below 6GHz and FR2 NR band.
6.2.x.5
∆TIB and ∆RIB values

The (TIB,c and (RIB,c values are given in the tables below.

Table 6.2.x.5-1: ΔTIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3-3_n257
	3
	0

	
	n257
	0


Table 6.2.x.5-2: ΔRIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3-3_n257
	3
	0

	
	n257
	0
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