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------------------------------ Modified section ------------------------------
[bookmark: _Toc535442398]7	Radiated receiver characteristics
[bookmark: _Toc535442399]7.1	General
General test conditions for receiver tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.
Unless otherwise stated the requirements in clause 7 apply during the BS receive period.
[The throughput requirements defined for the receiver characteristics in this clause do not assume HARQ transmissions.]
When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.
Each requirement, except OTA receiver spurious emissions, shall be met over the RoAoA specified.
For FR1 requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:
	ΔOTAREFSENS = 44.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for the reference direction.
And
	ΔOTAREFSENS = 41.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for all other directions.
For requirements which are to be met over the minSENS RoAoA absolute requirement values are offset by the following term:
ΔminSENS = PREFSENS – EISminSENS (dB)
For FR2 requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:
	ΔFR2_REFSENS = -3 dB for the reference direction
and
	ΔFR2_REFSENS = 0 dB for all other directions
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535442403]7.2.3	Test Purpose	Comment by Michal Szydelko: OTA sensitivity procedure
The test purpose is to verify that the BS can meet the BER or throughput requirement for a specified measurement channel at the EIS level and the range of angles of arrival declared in the OSDD.

------------------------------ Next modified section ------------------------------

[bookmark: _Toc535442521]8.2.2.4.2	Procedure	Comment by Michal Szydelko: PUSCH demod
OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.4.
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Set the BS in the declared direction to be tested.
4)	Connect the BS tester generating the wanted signal, multipath fading simulators and AWGN generators to a test antenna via a combining network in OTA test setup, as shown in annex E.3. Each of the demodulation branch signals should be transmitted on each polarization of the test antenna(s).
5)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A, and according to additional test parameters listed in Table 8.2.2.4.2-1.
Table 8.2.2.4.2-1: Test parameters for testing PUSCH

	Parameter
	BS type 1-O
	BS type 2-O

	Transform precoding
	Enabled

	Uplink-downlink allocation for TDD
	15 kHz SCS:
3D1S1U, S=10D:2G:2U
30 kHz SCS:
7D1S2U, S=6D:4G:4U
	60 kHz and 120kHz SCS:
3D1S1U, S=10D:2G:2U

	HARQ
	Maximum number of HARQ transmissions
	4

	
	RV sequence
	0, 2, 3, 1

	DMRS
	DMRS configuration type
	1

	
	Maximum number of OFDM symbols for front loaded DMRS
	1

	
	Number of additional DMRS symbols
	0, 1
	0

	
	Number of DMRS CDM group(s) without data
	2

	
	EPRE ratio of PUSCH to DMRS
	-3 dB

	
	DMRS port
	0

	
	DMRS sequence generation
	NID=0, group hopping and sequence hopping are disabled

	Time domain resource
	PUSCH mapping type
	A
	B

	
	PUSCH starting symbol index
	0
	0 

	
	PUSCH symbol length
	14
	10 

	Frequency domain resource
	RB assignment
	15 kHz SCS: 25 PRBs in the middle of the test bandwidth
 30 kHz SCS: 24 PRBs in the middle of the test bandwidth
	30 PRBs in the middle of the test bandwidth

	
	Frequency hopping
	Disabled

	Code block group based PUSCH transmission
	Disabled

	PTRS
	Not configured




6)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex TBD.
7)	Adjust the test signal mean power so the calibrated radiated SNR value at the BS receiver is as specified in subclause 8.2.2.5.1 and 8.2.2.5.2 for BS type 1-O and BS type 2-O respectively, and that the SNR at the BS receiver is not impacted by the noise floor.
The power level for the transmission may be set such that the AWGN level at the RIB is equal to the AWGN level in Table 8.2.2.4.2-2.
Table 8.2.2.4.2-2: AWGN power level at the BS input
	BS type
	Sub-carrier spacing (kHz)
	Channel bandwidth (MHz)
	AWGN power level

	BS type 1-O
	15 kHz
	5
	[-83.5] - ΔOTAREFSENS dBm / 4.5MHz

	
	30 kHz
	10
	[-80.7] - ΔOTAREFSENS dBm / 8.64MHz

	BS type 2-O
	60 kHz
	50
	TBD

	
	120 kHz
	100
	TBD



8)	For reference channels applicable to the BS, measure the throughput, according to [TBD].
------------------------------ End of modified section ------------------------------


