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**************************** Start of Changes *******************************************
[bookmark: _Toc535317141]5.5A.2	Configurations for intra-band non-contiguous CA
Table 5.5A.2-1: NR CA configurations and bandwidth combination sets defined for intra-band non-contiguous CA
	NR CA Configuration
	Uplink Configurations
	Channel bandwidths for carrier
[MHz]
	Channel bandwidths for carrier
[MHz]
	Aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_n41(2A)
	-
	40, 50, 60, 80, 100
	40, 50, 60, 80, 100
	20080
	0

	
	
	40
	50
	90
	

	
	
	40
	60
	100
	

	
	
	50
	50
	
	

	
	
	50
	60
	110
	

	
	
	40
	80
	120
	

	
	
	60
	60
	
	

	
	
	50
	80
	130
	

	
	
	40
	100
	140
	

	
	
	60
	80
	
	

	
	
	50
	100
	150
	

	
	
	60
	100
	160
	

	
	
	80
	80
	
	

	
	
	50
	40
	90
	

	
	
	60
	40
	100
	

	
	
	60
	50
	110
	

	
	
	80
	40
	120
	

	
	
	80
	50
	130
	

	
	
	100
	40
	140
	

	
	
	80
	60
	
	

	
	
	100
	50
	150
	

	
	
	100
	60
	160
	

	
	
	100
	80
	180
	

	
	
	80
	100
	
	

	CA_n66(2A)
	-
	51, 10, 15, 20, 40
	51, 10, 15, 20, 40
	8025
	0

	
	
	10
	15
	
	

	
	
	20
	51
	
	

	
	
	15
	10
	
	

	
	
	10
	20
	30
	

	
	
	15
	15
	
	

	
	
	20
	10
	
	

	
	
	15
	20
	35
	

	
	
	20
	15
	
	

	
	
	20
	20
	40
	

	
	
	51
	40
	45
	

	
	
	40
	51
	
	

	
	
	10
	40
	50
	

	
	
	40
	10
	
	

	
	
	15
	40
	55
	

	
	
	40
	15
	
	

	
	
	20
	40
	60
	

	
	
	40
	20
	
	

	Note 1:	5MHz is not applicable for 30/60kHz SCS
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