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[bookmark: _Toc510694056]--------------Start of change-------------
[bookmark: _Toc535442229]6.3	OTA base station output power
[bookmark: _Toc535442230]6.3.1	Definition and applicability
OTA BS output power is declared as rated carrier TRP, with the output power accuracy requirement defined at the RIB during the transmitter ON period.
The BS rated carrier TRP output power for BS type 1-O shall be within limits as specified in table 6.3.1-1.
Table 6.3.1-1: BS rated carrier TRP output power limits for BS type 1-O
	BS class
	Prated,c,TRP

	Wide Area BS
	(note)

	Medium Range BS
	≤ + 47 dBm

	Local Area BS
	≤ + 33 dBm

	NOTE:	There is no upper limit for the Prated,c,TRP of the Wide Area Base Station.



There is no upper limit for the rated carrier TRP output power of BS type 2-O.
Despite the general requirements for the BS output power described in TS 38.104 [2] subclauses 9.3.2 – 9.3.3, additional regional requirements might be applicable.
NOTE:	In certain regions, power limits corresponding to BS classes may apply for BS type 2-O.
--------------Next change-------------
[bookmark: _Toc535442233]6.3.4	Method of test
[bookmark: _Toc535442234]6.3.4.1	Initial conditions
Test environment: Normal, see annex B.2.
RF channels to be tested for single carrier: B, M, T; see subclause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier and/or CA:
-	BRFBW, MRFBW and TRFBW in single band operation; see subclause 4.9.1.
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band operation, see subclause 4.9.1.
Beams to be tested:
As the requirement is TRP the beam pattern(s) may be set up to optimise the TRP measurement procedure (see annex I) as long as the required TRP output power level is achieved.

--------------End of change-------------
