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1 Introduction
The WID for NR DC was updated in RAN #82 meeting. This contribution provides a TP for TR 37.716-11-11 for DC_13_n71. 
2 Discussion

For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 2-1.
Table 2-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	663
	698
	777
	787

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1326
	1396
	1554
	1574

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	1989
	2094
	2331
	2361

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2652
	2792
	3108
	3148

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3315
	3490
	3885
	3935

	Two tone 2nd order IMD products
	fy_low – fx_high
	fy_high – fx_low
	fx_low + fy_low
	fx_high + fy_high

	IMD frequency limits (MHz)
	79
	124
	1440
	1485

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	2*fy_low – fx_high
	2*fy_high – fx_low

	IMD frequency limits (MHz)
	539
	619
	856
	911

	Two-tone 3rd order IMD products
	2*fx_low + fy_low
	2*fx_high + fy_high
	2*fy_low + fx_low
	2*fy_high + fx_high

	IMD frequency limits (MHz)
	2103
	2183
	2217
	2272

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	3*fy_low – fx_high
	3*fy_high – fx_low

	IMD frequency limits (MHz)
	-1202
	-1317
	1633
	1698

	Two-tone 4th order IMD products
	3*fx_low + fy_low
	3*fx_high + fy_high
	3*fy_low + fx_low
	3*fy_high + fx_high

	IMD frequency limits (MHz)
	2766
	2881
	2994
	3024

	Two-tone 4th order IMD products
	2*fy_low – 2*fx_high
	2*fy_high – 2*fx_low
	2*fx_low + 2*fy_low
	2*fx_high + 2*fy_high

	IMD frequency limits (MHz)
	158
	248
	2880
	2970

	Two-tone 5th order IMD products
	|4*fx_low – fy_high|
	|4*fx_high – fy_low|
	4*fy_low – fx_high
	4*fy_high – fx_low

	IMD frequency limits (MHz)
	1865
	2015
	2410
	2485

	Two-tone 5th order IMD products
	4*fx_low + fy_low
	4*fx_high + fy_high
	4*fy_low + fx_low
	4*fy_high + fx_high

	IMD frequency limits (MHz)
	3429
	3579
	3771
	3846

	Two-tone 5th order IMD products
	|3*fx_low – 2*fy_high|
	|3*fx_high – 2*fy_low|
	3*fy_low – 2*fx_high
	3*fy_high – 2*fx_low

	IMD frequency limits (MHz)
	415
	540
	935
	1035

	Two-tone 5th order IMD products
	2*fx_low + 3*fy_low
	2*fx_high + 3*fy_high
	2*fy_low + 3*fx_low
	2*fy_high + 3*fx_high

	IMD frequency limits (MHz)
	3657
	3757
	3543
	3668


Based on the table 2-1, there is one issue is that the two-tone 3rd order IMD products may fall into the DL frequency range of band n71. However, the IMD products will not hit n71 self DL if max channel bandwidth is considered. Hence there is no MSD issue for the combination. -50 dBm/MHz should be met for the IMD3 falls into B71 DL. It will not be an issue since B71 TX can provide larger than 50 dB isolation at B71 RX. There is another issue is that the two-tone 3rd order IMD products may fall into the DL frequency range of Band 5. The source of IMD3 is 2*fB13-fBn71. Assuming the reverse IP3 of B13 PA is 30 dBm and B71 rejection is 30 dB, to meet -50 dBm/MHz co-existence limits, the required attenuation to B5 RX is 20 dB. From the specs of some commercial duplexers, the attenuation to B5 RX can be as large as 30 dB. Hence -50 dBm/MHz Band 5 protection is feasible.
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6.1.x
DC_13_n71
6.1.x.1
Operating bands for DC

Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_13_n71
	13
	n71
	No


6.1.x.2
Configuration for DC
Table 6.1.2.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_13A_n71A
	DC_13A_n71A
	13A
	n71A


6.1.x.3
Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_13A_n71A
	23
	+2/-3


6.1.x.4
Spurious emission band UE co-existence for DC

Table 6.1.x.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_13A_n71A
	E-UTRA Band 4, 5, 12, 13, 17, 26, 48, 66, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	　

	
	E-UTRA Band 2, 24, 25, 30, 41, 70
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 29
	FDL_low 
	-
	FDL_high
	-38
	1
	5

	
	E-UTRA Band 14, 71
	FDL_low 
	-
	FDL_high
	-50
	1
	5

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	5

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	5, x

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 3:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz
NOTE 4:
Applicable only when the assigned E-UTRA carrier is confined within 824 MHz and 849 MHz for UE category M1, M2 and UE category NB1 and NB2.

NOTE 5:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.
NOTE x:  Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD


6.1.x.5
MSD analysis for DC
For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1.
Table 6.1.x.5-1: Harmonic and IMD analysis
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	663
	698
	777
	787

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1326
	1396
	1554
	1574

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	1989
	2094
	2331
	2361

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	2652
	2792
	3108
	3148

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	3315
	3490
	3885
	3935

	Two tone 2nd order IMD products
	fy_low – fx_high
	fy_high – fx_low
	fx_low + fy_low
	fx_high + fy_high

	IMD frequency limits (MHz)
	79
	124
	1440
	1485

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	2*fy_low – fx_high
	2*fy_high – fx_low

	IMD frequency limits (MHz)
	539
	619
	856
	911

	Two-tone 3rd order IMD products
	2*fx_low + fy_low
	2*fx_high + fy_high
	2*fy_low + fx_low
	2*fy_high + fx_high

	IMD frequency limits (MHz)
	2103
	2183
	2217
	2272

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	3*fy_low – fx_high
	3*fy_high – fx_low

	IMD frequency limits (MHz)
	-1202
	-1317
	1633
	1698

	Two-tone 4th order IMD products
	3*fx_low + fy_low
	3*fx_high + fy_high
	3*fy_low + fx_low
	3*fy_high + fx_high

	IMD frequency limits (MHz)
	2766
	2881
	2994
	3024

	Two-tone 4th order IMD products
	2*fy_low – 2*fx_high
	2*fy_high – 2*fx_low
	2*fx_low + 2*fy_low
	2*fx_high + 2*fy_high

	IMD frequency limits (MHz)
	158
	248
	2880
	2970

	Two-tone 5th order IMD products
	|4*fx_low – fy_high|
	|4*fx_high – fy_low|
	4*fy_low – fx_high
	4*fy_high – fx_low

	IMD frequency limits (MHz)
	1865
	2015
	2410
	2485

	Two-tone 5th order IMD products
	4*fx_low + fy_low
	4*fx_high + fy_high
	4*fy_low + fx_low
	4*fy_high + fx_high

	IMD frequency limits (MHz)
	3429
	3579
	3771
	3846

	Two-tone 5th order IMD products
	|3*fx_low – 2*fy_high|
	|3*fx_high – 2*fy_low|
	3*fy_low – 2*fx_high
	3*fy_high – 2*fx_low

	IMD frequency limits (MHz)
	415
	540
	935
	1035

	Two-tone 5th order IMD products
	2*fx_low + 3*fy_low
	2*fx_high + 3*fy_high
	2*fy_low + 3*fx_low
	2*fy_high + 3*fx_high

	IMD frequency limits (MHz)
	3657
	3757
	3543
	3668


Based on the table 2-1, there is one issue is that the two-tone 3rd order IMD products may fall into the DL frequency range of band n71. However, the IMD products will not hit n71 self DL if max channel bandwidth is considered. Hence there is no MSD issue for the combination. -50 dBm/MHz should be met for the IMD3 falls into B71 DL. It will not be an issue since B71 TX can provide larger than 50 dB isolation at B71 RX. There is another issue is that the two-tone 3rd order IMD products may fall into the DL frequency range of Band 5. The source of IMD3 is 2*fB13-fBn71. Assuming the reverse IP3 of B13 PA is 30 dBm and B71 rejection is 30 dB, to meet -50 dBm/MHz co-existence limits, the required attenuation to B5 RX is 20 dB. From the specs of some commercial duplexers, the attenuation to B5 RX can be as large as 30 dB. Hence -50 dBm/MHz Band 5 protection is feasible.
6.1.x.6
∆TIB and ∆RIB values
For DC_13_n71, the (TIB,c and (RIB,c values are given in the tables below.

Table 6.1.x.6-1: ΔTIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_13_n71
	13
	0.5

	
	n71
	0.5


Table 6.1.x.6-2: ΔRIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_13_n71
	13
	0

	
	n71
	0
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