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<Start of Changes>
[bookmark: OLE_LINK64][bookmark: _Toc535319283]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A_n257A
DC_1A-3A_n257D
DC_1A-3A_n257E
DC_1A-3A_n257F
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-3C_n257A
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3C
	n257A

	DC_1A-3C_n257D
DC_1A-3C_n257E
DC_1A-3C_n257F
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3C
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-3C_n257G
DC_1A-3C_n257H
DC_1A-3C_n257I
DC_1A-3C_n257J
DC_1A-3C_n257K
DC_1A-3C_n257L
DC_1A-3C_n257M
	DC_1A_n257A
DC_3A_n257A
	CA_1A-3C
	n257A
CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M

	DC_1A-5A_n257A
	DC_1A_n257A
DC_5A_n257A
	CA_1A-5A
	n257A

	DC_1A-7A_n257A
	DC_1A_n257A
DC_7A_n257A
	CA_1A-7A
	n257A

	DC_1A-7A-7A_n257A
	DC_1A_n257A
DC_7A_n257A
	CA_1A-7A-7A
	n257A

	DC_1A-8A_n257A
	DC_1A_n257A
DC_8A_n257A
	CA_1A-8A
	n257A

	DC_1A-8A_n257D
DC_1A-8A_n257E
DC_1A-8A_n257F

	DC_1A_n257A
DC_8A_n257A
	CA_1A-8A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-8A_n257G
DC_1A-8A_n257H
DC_1A-8A_n257I
DC_1A-8A_n257J
DC_1A-8A_n257K
DC_1A-8A_n257L
DC_1A-8A_n257M
	DC_1A_n257A
DC_8A_n257A
	CA_1A-8A
	n257A
CA_n257G
CA_n257H
CA_n257I
CA_n257J
CA_n257K
CA_n257L
CA_n257M

	DC_1A-18A_n257A
	DC_1A_n257A
DC_18A_n257A
	CA_1A-18A
	n257A

	DC_1A-19A_n257A
DC_1A-19A_n257D
DC_1A-19A_n257E
DC_1A-19A_n257F
	DC_1A_n257A
DC_19A_n257A
	CA_1A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-21A_n257A
DC_1A-21A_n257D
DC_1A-21A_n257E
DC_1A-21A_n257F
	DC_1A_n257A
DC_21A_n257A
	CA_1A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-28A_n257A
DC_1A-28A_n257D
DC_1A-28A_n257E
DC_1A-28A_n257F
	DC_1A_n257A
DC_28A_n257A
	CA_1A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-41A_n257A
	DC_1A_n257A
DC_41A_n257A
	CA_1A-41A
	n257A

	DC_1A-41C_n257A
	DC_1A_n257A
DC_41C_n257A
	CA_1A-41C
	n257A

	DC_1A-42A_n257A
DC_1A-42A_n257D
DC_1A-42A_n257E
DC_1A-42A_n257F
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_1A-42C_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42C
	n257A

	DC_1A-42D_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42D
	n257A

	DC_1A-42E_n257A
	DC_1A_n257A
DC_42A_n257A
	CA_1A-42E
	n257A

	DC_2A-13A_n260A
	DC_2A_n260A
DC_13A_n260A
	CA_2A-13A
	n260A

	DC_2A-5A_n257A
	DC_2A_n257A
DC_5A_n257A
	CA_2A-5A
	n257A

	DC_2A-5A_n260A
DC_2A-5A_n260G
DC_2A-5A_n260H
DC_2A-5A_n260I
DC_2A-5A_n260J
DC_2A-5A_n260K
DC_2A-5A_n260L
DC_2A-5A_n260M
	DC_2A_n260A
DC_5A_n260A
	CA_2A-5A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-12A_n260A
DC_2A-12A_n260G
DC_2A-12A_n260H
DC_2A-12A_n260I
DC_2A-12A_n260J
DC_2A-12A_n260K
DC_2A-12A_n260L
DC_2A-12A_n260M
	DC_2A_n260A
DC_12A_n260A
	CA_2A-12A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-13A_n257A
	DC_2A_n257A
DC_13A_n257A
	CA_2A-13A
	n257A

	DC_2A-30A_n260A
DC_2A-30A_n260G
DC_2A-30A_n260H
DC_2A-30A_n260I
DC_2A-30A_n260J
DC_2A-30A_n260K
DC_2A-30A_n260L
DC_2A-30A_n260M
	DC_2A_n260A
DC_30A_n260A
	CA_2A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-66A_n257A
	DC_2A_n257A
DC_66A_n257A
	CA_2A-66A
	n257A

	DC_2A-66A_n260A
DC_2A-66A_n260G
DC_2A-66A_n260H
DC_2A-66A_n260I
DC_2A-66A_n260J
DC_2A-66A_n260K
DC_2A-66A_n260L
DC_2A-66A_n260M
	DC_2A_n260A
DC_66A_n260A
	CA_2A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_3A-5A_n257A
	DC_3A_n257A
DC_5A_n257A
	CA_3A-5A
	n257A

	DC_3A-7A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A-7A
	n257A

	DC_3A-7A_n257A
	DC_3A_n257A
DC_7A_n257A
	CA_3A-7A
	n257A

	DC_3A-19A_n257A
DC_3A-19A_n257D
DC_3A-19A_n257E
DC_3A-19A_n257F
	DC_3A_n257A
DC_19A_n257A
	CA_3A-19A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-21A_n257A
DC_3A-21A_n257D
DC_3A-21A_n257E
DC_3A-21A_n257F
	DC_3A_n257A
DC_21A_n257A
	CA_3A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-28A_n257A
DC_3A-28A_n257D
DC_3A-28A_n257E
DC_3A-28A_n257F
	DC_3A_n257A
DC_28A_n257A
	CA_3A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-41A_n257A
	DC_3A_n257A
DC_41A_n257A
	CA_3A-41A
	n257A

	DC_3A-42A_n257A
DC_3A-42A_n257D
DC_3A-42A_n257E
DC_3A-42A_n257F
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_3A-42C_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42C
	n257A

	DC_3A-42D_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42D
	n257A

	DC_3A-42E_n257A
	DC_3A_n257A
DC_42A_n257A
	CA_3A-42E
	n257A

	DC_5A-30A_n260A
DC_5A-30A_n260G
DC_5A-30A_n260H
DC_5A-30A_n260I
DC_5A-30A_n260J
DC_5A-30A_n260K
DC_5A-30A_n260L
DC_5A-30A_n260M
	DC_5A_n260A
DC_30A_n260A
	CA_5A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_5A-66A_n257A
	DC_5A_n257A
DC_66A_n257A
	CA_5A-66A
	n257A

	DC_5A-66A_n260A
DC_5A-66A_n260G
DC_5A-66A_n260H
DC_5A-66A_n260I
DC_5A-66A_n260J
DC_5A-66A_n260K
DC_5A-66A_n260L
DC_5A-66A_n260M
	DC_5A_n260A
DC_66A_n260A
	CA_5A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_5A-7A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A-7A
	n257A

	DC_5A-7A_n257A
	DC_5A_n257A
DC_7A_n257A
	CA_5A-7A
	n257A

	DC_12A-30A_n260A
DC_12A-30A_n260G
DC_12A-30A_n260H
DC_12A-30A_n260I
DC_12A-30A_n260J
DC_12A-30A_n260K
DC_12A-30A_n260L
DC_12A-30A_n260M
	DC_12A_n260A
DC_30A_n260A
	CA_12A-30A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_12A-66A_n260A
DC_12A-66A_n260G
DC_12A-66A_n260H
DC_12A-66A_n260I
DC_12A-66A_n260J
DC_12A-66A_n260K
DC_12A-66A_n260L
DC_12A-66A_n260M
	DC_12A_n260A
DC_66A_n260A
	CA_12A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_13A-66A_n257A
	DC_13A_n257A
DC_66A_n257A
	CA_13A-66A
	n257A

	DC_13A-66A_n260A
	DC_13A_n260A
DC_66A_n260A
	CA_13A-66A
	n260A

	DC_18A-28A_n257A
	DC_18A_n257A
DC_28A_n257A
	CA_18A-28A
	n257A

	DC_19A-42A_n257A
DC_19A-42A_n257D
DC_19A-42A_n257E
DC_19A-42A_n257F
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-21A_n257A
DC_19A-21A_n257D
DC_19A-21A_n257E
DC_19A-21A_n257F
	DC_19A_n257A
DC_21A_n257A
	CA_19A-21A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_19A-42C_n257A
	DC_19A_n257A
DC_42A_n257A
	CA_19A-42C
	n257A

	DC_21A-28A_n257A
DC_21A-28A_n257D
DC_21A-28A_n257E
DC_21A-28A_n257F
	DC_21A_n257A
DC_28A_n257A
	CA_21A-28A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42A_n257A
DC_21A-42A_n257D
DC_21A-42A_n257E
DC_21A-42A_n257F
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42A
	n257A
CA_n257D
CA_n257E
CA_n257F

	DC_21A-42C_n257A
	DC_21A_n257A
DC_42A_n257A
	CA_21A-42C
	n257A

	DC_28A-42C_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42C
	n257A

	DC_28A-42A_n257A
	DC_28A_n257A
DC_42A_n257A
	CA_28A-42A
	n257A

	DC_30A-66A_n260A
DC_30A-66A_n260G
DC_30A-66A_n260H
DC_30A-66A_n260I
DC_30A-66A_n260J
DC_30A-66A_n260K
DC_30A-66A_n260L
DC_30A-66A_n260M
	DC_30A_n260A
DC_66A_n260A
	CA_30A-66A
	n260A
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_41A-42A_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41A-42A
	n257A

	DC_41A-42C_n257A
	DC_41A_n257A
DC_42C_n257A
	CA_41A-42C
	n257A

	DC_41C-42A_n257A
	DC_41C_n257A
DC_42A_n257A
	CA_41C-42A
	n257A

	DC_41C-42C_n257A
	DC_41A_n257A
DC_42A_n257A
	CA_41C-42C
	n257A

	NOTE 1:	Uplink CA configurations are the configurations supported by the present release of specifications.



<End of Changes>
