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<Start of Changes>
[bookmark: _Toc526331578]3.5.3	NR operating bands in FR2
NR frequency bands grouping for FR2 is specified in Table 3.5.3-1 and Table 3.5.3-2. 
In Table 3.5.3-1, grouping is based on the REFSENS requirements defined in TS 38.101-2 [19] as the EIS level at the centre of the quiet zone in the RX beam peak direction. In table 3.5.3-2, grouping is based on the REFSENS requirements defined in TS 38.101-2 [19] according to the EIS spherical coverage requirements per power class. 
Table 3.5.3-1: NR frequency band groups for FR2 towards Rx beam peak direction
	Group
	Band group notation
	Operating bands

	BP_A
	NR_TDD_FR2NR_TDD_FR2_BP_A
	n2571, n2581, n2611

	BP_B
	NR_TDD_FR2NR_TDD_FR2_BP_B
	n2574, n2584, n2614

	BP_C
	NR_TDD_FR2NR_TDD_FR2_BP_C
	

	BP_D
	NR_TDD_FR2NR_TDD_FR2_BP_D
	

	BP_E
	NR_TDD_FR2NR_TDD_FR2_BP_E
	

	BP_F
	NR_TDD_FR2NR_TDD_FR2_BP_F
	n2604

	BP_G
	NR_TDD_FR2NR_TDD_FR2_BP_G
	n2572, n2582, n2601, n2612

	BP_H
	NR_TDD_FR2NR_TDD_FR2_BP_H
	

	BP_I
	NR_TDD_FR2NR_TDD_FR2_BP_I
	

	BP_J
	NR_TDD_FR2NR_TDD_FR2_BP_J
	

	BP_K
	NR_TDD_FR2NR_TDD_FR2_BP_K
	

	BP_L
	NR_TDD_FR2NR_TDD_FR2_BP_L
	

	BP_M
	NR_TDD_FR2NR_TDD_FR2_BP_M
	

	BP_N
	NR_TDD_FR2NR_TDD_FR2_BP_N
	

	BP_O
	NR_TDD_FR2NR_TDD_FR2_BP_O
	

	BP_P
	NR_TDD_FR2NR_TDD_FR2_BP_P
	

	BP_Q
	NR_TDD_FR2NR_TDD_FR2_BP_Q
	

	BP_R
	NR_TDD_FR2NR_TDD_FR2_BP_R
	

	BP_S
	NR_TDD_FR2NR_TDD_FR2_BP_S
	

	BP_T
	NR_TDD_FR2NR_TDD_FR2_BP_T
	n2573, n2583, n2613

	BP_U
	NR_TDD_FR2NR_TDD_FR2_BP_U
	

	BP_V
	NR_TDD_FR2NR_TDD_FR2_BP_V
	

	BP_W
	NR_TDD_FR2NR_TDD_FR2_BP_W
	

	BP_X
	NR_TDD_FR2NR_TDD_FR2_BP_X
	

	BP_Y
	NR_TDD_FR2NR_TDD_FR2_BP_Y
	n2603

	NOTE 1:	UE power class 1.
NOTE 2:	UE power class 2.
NOTE 3:	UE power class 3.
NOTE 4:	UE power class 4.



Table 3.5.3-2: NR frequency band groups for FR2 within the EIS spherical coverage
	Group
	Band group notation
	Operating bands

	SC_A
	NR_TDD_FR2_SC_A
	[n2571], [n2581], [n2611]

	SC_B
	NR_TDD_FR2_SC_B
	[n2574], [n2584], [n2614]

	SC_C
	NR_TDD_FR2_SC_C
	

	SC_D
	NR_TDD_FR2_SC_D
	

	SC_E
	NR_TDD_FR2_SC_E
	

	SC_F
	NR_TDD_FR2_SC_F
	

	SC_G
	NR_TDD_FR2_SC_G
	[n2601]

	SC_H
	NR_TDD_FR2_SC_H
	

	SC_I
	NR_TDD_FR2_SC_I
	

	SC_J
	NR_TDD_FR2_SC_J
	

	SC_K
	NR_TDD_FR2_SC_K
	

	SC_L
	NR_TDD_FR2_SC_L
	

	SC_M
	NR_TDD_FR2_SC_M
	[n2572], [n2582], [n2612]

	SC_N
	NR_TDD_FR2_SC_N
	[n2604]

	SC_O
	NR_TDD_FR2_SC_O
	

	SC_P
	NR_TDD_FR2_SC_P
	

	SC_Q
	NR_TDD_FR2_SC_Q
	

	SC_R
	NR_TDD_FR2_SC_R
	

	SC_S
	NR_TDD_FR2_SC_S
	

	SC_T
	NR_TDD_FR2_SC_T
	

	SC_U
	NR_TDD_FR2_SC_U
	

	SC_V
	NR_TDD_FR2_SC_V
	

	SC_W
	NR_TDD_FR2_SC_W
	

	SC_X
	NR_TDD_FR2_SC_X
	

	SC_Y
	NR_TDD_FR2_SC_Y
	[n2573], [n2583], [n2613]

	SC_Z
	NR_TDD_FR2_SC_Z
	

	SC_1
	NR_TDD_FR2_SC_1
	

	SC_2
	NR_TDD_FR2_SC_2
	

	SC_3
	NR_TDD_FR2_SC_3
	

	SC_4
	NR_TDD_FR2_SC_4
	

	SC_5
	NR_TDD_FR2_SC_5
	

	SC_6
	NR_TDD_FR2_SC_6
	

	SC_7
	NR_TDD_FR2_SC_7
	[n2603]

	NOTE 1:	UE power class 1.
NOTE 2:	UE power class 2.
NOTE 3:	UE power class 3.
NOTE 4:	UE power class 4.


<End of Changes>

