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	Reason for change:
	UE behavior for SSB-Index-RSRP reporting at SCell activation, if configured, is undefined. SSB-Index-RSRP reporting is needed in particular SCell activation scenarios in FR2 for the network node to determine which CSI-RS resources and TCI states to provide to the UE.

Without a clearly defined UE behavior, the network node would have to wait until after T_activation_time + L1-RSRP measurement period before it can base decisions on the SSB-Index-RSRP reported by the UE. In many cases the SCell activation delay is shorter than T_activation_time, but without any indication from the UE, the network node would not know that the provided SSB-Index-RSRP values are reliable.

	
	

	Summary of change:
	· Adding the following statement to 8.3.2 SCell activation:
“In case the UE is requested to report L1-RSRP during the SCell activation, before a full L1-RSRP measurement has been completed the UE shall report ‘pending’ if the UE has available uplink resources to report L1-RSRP for the SCell.”
· Changing the interpretation of RSRP_0 for L1-RSRP in 10.1.6 from ‘Not valid’ to ‘Pending’, and added explanatory note.

	
	

	Consequences if not approved:
	In many cases SCell activation time for first SCell in a FR2 band will take significantly longer time than necessary, with adverse impact on the system performance. Work-arounds include, for instance, providing CSI-RS resources to the UE on more Tx beams than otherwise needed, with negative impact on system throughput and/or power consumption.
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UNCHANGED SECTIONS OMITTED

FIRST CHANGE
[bookmark: _Toc535475975]8.3.2	SCell Activation Delay Requirement for Deactivated SCell
The requirements in this section shall apply for the UE configured with one downlink SCell in EN-DC, or in standalone NR carrier aggregation or in NE-DC or in NR-DC and when one SCell is being activated.
The delay within which the UE shall be able to activate the deactivated SCell depends upon the specified conditions.
Upon receiving SCell activation command in slot n, the UE shall be capable to transmit valid CSI report and apply actions related to the activation command for the SCell being activated no later than in slot n+ [THARQ + Tactivation_time + TCSI_Reporting], where:
THARQ is the timing between DL data transmission and acknowledgement as specified in [7].
Tactivation_time is the SCell activation delay. If the SCell is known and belongs to FR1, Tactivation_time is:
-	[TSMTC_SCell + 5ms], if the SCell measurement cycle is equal to or smaller than [160ms].
-	[TSMTC_MAX + TSMTC_SCell + 5ms], if the SCell measurement cycle is larger than [160ms].
If the SCell is unknown and belongs to FR1, Tactivation_time is:
-	[2*TSMTC_MAX + 2*TSMTC_SCell + 5ms] provided the SCell can be successfully detected on the first attempt.
If the SCell being activated belongs to FR2, Tactivation_time is:
-	[TSMTC_SCell + 5ms] if there is at least one active serving cell on that FR2 band, provided that the SSBs in the serving cell(s) and the SSBs in the SCell fulfil the condition defined in section 3.6.3.
-	[TBD* TSMTC_SCell + 5ms] if there is no active serving cell on that FR2 band provided that PCell or PSCell is FR1.
Where,
TSMTC_MAX:
-	In FR1, in case of intra-band SCell activation, TSMTC_MAX is the longer SMTC periodicity between active serving cells and SCell being activated provided the cell specific reference signals from the active serving cells and the SCells being activated or released are available in the same slot; in case of inter-band SCell activation, TSMTC_MAX is the SMTC periodicity of SCell being activated.
-	In FR2, TSMTC_MAX is the longer SMTC periodicity between active serving cells and SCell being activated provided that in Rel-15 only support FR2 intra-band CA.
-	TSMTC_MAX is bounded to a minimum value of 10ms.
TSMTC_SCell: SMTC periodicity of SCell being activated and the minimum value is 10ms.
TCSI_reporting is the delay including uncertainty in acquiring the first available downlink CSI reference resource, UE processing time for CSI reporting and uncertainty in acquiring the first available CSI reporting resources as specified in [2].
SCell in FR1 is known if it has been meeting the following conditions:
-	During the period equal to max([5] measCycleSCell,  [5] DRX cycles) for FR1 before the reception of the SCell activation command:
-	the UE has sent a valid measurement report for the SCell being activated and
-	the SSB measured remains detectable according to the cell identification conditions specified in section 9.2 and 9.3.
-	the SSB measured during the period equal to max([5] measCycleSCell, [5] DRX cycles) also remains detectable during the SCell activation delay according to the cell identification conditions specified in section 9.2 and 9.3.
Otherwise SCell in FR1 is unknown.
If the UE has been provided with higher layer in TS 38.331 [2] signaling of smtc2 prior to the activation command, TSMTC_Scell follows smtc1 or smtc2 according to the physical cell ID of the target cell being activated. TSMTC_MAX follows smtc1 or smtc2 according to the physical cell IDs of the target cells being activated and the active serving cells.
In addition to CSI reporting defined above, UE shall also apply other actions related to the activation command specified in [2] for an SCell at the first opportunities for the corresponding actions once the SCell is activated.
[bookmark: OLE_LINK43]The interruption on PSCell or any activated SCell in SCG for EN-DC mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[THARQ +3ms + TSMTC_MAX + TSMTC_duration ].
The interruption on PCell or any activated SCell in MCG for NR standalone mode specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[THARQ +3ms + TSMTC_MAX + TSMTC_duration].
The interruption on PCell or any activated SCell in MCG for NE-DC specified in section 8.2 and the interruption on E-UTRA PSCell or any activated E-UTRA SCell in SCG for NE-DC specified in section 7.36 of [15] shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[THARQ +3ms + TSMTC_MAX + TSMTC_duration].
The interruption on PCell, PSCell or any activated SCell in MCG or SCG for NR-DC specified in section 8.2 shall not occur before slot n+1+[THARQ] and not occur after slot n+1+[THARQ +3ms + TSMTC_MAX + TSMTC_duration].
Starting from the slot specified in section 4.3 of [3] (timing for secondary Cell activation/deactivation) and until the UE has completed the SCell activation, the UE shall report out of range if the UE has available uplink resources to report CQI for the SCell.
In case the UE is requested to report L1-RSRP during the SCell activation, before a full L1-RSRP measurement has been completed the UE shall report ‘pending’ if the UE has available uplink resources to report L1-RSRP for the SCell. 

END OF FIRST CHANGE

UNCHANGED SECTIONS OMITTED

SECOND CHANGE
[bookmark: _Hlk517166845]10.1.6 RSRP Measurement Report Mapping
The reporting range of SS-RSRP for L3 reporting is defined from -156 dBm to -31 dBm with 1 dB resolution. The reporting range of SS-RSRP and CSI-RSRP for L1 reporting is defined from -140 to -40dBm with 1dB resolution.
The mapping of measured quantity is defined in Table 10.1.6.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
The reporting range of differential SS-RSRP and CSI-RSRP for L1 reporting is defined from 0 dBm to -30 dB with 2 dB resolution.
The mapping of measured quantity is defined in Table 10.1.6.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.6.1-1: SS-RSRP and CSI-RSRP measurement report mapping
	Reported value
	Measured quantity value(L3 SS-RSRP)
	Measured quantity value(L1 SS-RSRP and CSI-RSRP)
	Unit

	RSRP_0
	SS-RSRP<-156
	Pending (Note 2)Not valid
	dBm

	RSRP_1
	-156≤ SS-RSRP<-155
	Not valid
	dBm

	RSRP_2
	-155≤ SS-RSRP<-154
	Not valid
	dBm

	RSRP_3
	-154≤ SS-RSRP<-153
	Not valid
	dBm

	RSRP_4
	-153≤ SS-RSRP<-152
	Not valid
	dBm

	RSRP_5
	-152≤ SS-RSRP<-151
	Not valid
	dBm

	RSRP_6
	-151≤ SS-RSRP<-150
	Not valid
	dBm

	RSRP_7
	-150≤ SS-RSRP<-149
	Not valid
	dBm

	RSRP_8
	-149≤ SS-RSRP<-148
	Not valid
	dBm

	RSRP_9
	-148≤ SS-RSRP<-147
	Not valid
	dBm

	RSRP_10
	-147≤ SS-RSRP<-146
	Not valid
	dBm

	RSRP_11
	-146≤ SS-RSRP<-145
	Not valid
	dBm

	RSRP_12
	-145≤ SS-RSRP<-144
	Not valid
	dBm

	RSRP_13
	-144≤ SS-RSRP<-143
	Not valid
	dBm

	RSRP_14
	-143≤ SS-RSRP<-142
	Not valid
	dBm

	RSRP_15
	-142≤ SS-RSRP<-141
	Not valid
	dBm

	RSRP_16
	-141≤ SS-RSRP<-140
	RSRP<-140
	dBm

	RSRP_17
	-140≤ SS-RSRP<-139
	-140≤RSRP<-139
	dBm

	RSRP_18
	-139≤ SS-RSRP<-138
	-139≤ RSRP<-138
	dBm

	…
	…
	
	…

	RSRP_111
	-46≤ SS-RSRP<-45
	-46≤ RSRP<-45
	dBm

	RSRP_112
	-45≤ SS-RSRP<-44
	-45≤ RSRP<-44
	dBm

	RSRP_113
	-44≤ SS-RSRP<-43
	-44≤ RSRP
	dBm

	RSRP_114
	-43≤ SS-RSRP<-42
	Not valid
	dBm

	RSRP_115
	-42≤ SS-RSRP<-41
	Not valid
	dBm

	RSRP_116
	-41≤ SS-RSRP<-40
	Not valid
	dBm

	RSRP_117
	-40≤ SS-RSRP<-39
	Not valid
	dBm

	RSRP_118
	-39≤ SS-RSRP<-38
	Not valid
	dBm

	RSRP_119
	-38≤ SS-RSRP<-37
	Not valid
	dBm

	RSRP_120
	-37≤ SS-RSRP<-36
	Not valid
	dBm

	RSRP_121
	-36≤ SS-RSRP<-35
	Not valid
	dBm

	RSRP_122
	-35≤ SS-RSRP<-34
	Not valid
	dBm

	RSRP_123
	-34≤ SS-RSRP<-33
	Not valid
	dBm

	RSRP_124
	-33≤ SS-RSRP<-32
	Not valid
	dBm

	RSRP_125
	-32≤ SS-RSRP<-31
	Not valid
	dBm

	RSRP_126
	-31≤ SS-RSRP
	Not valid
	dBm

	RSRP_127 (Note)
	Infinity
	Infinity
	dBm

	Note:	The value of RSRP_127 is applicable for RSRP threshold configured by the network as defined in TS 38.331 [2], but not for the purpose of measurement reporting.
Note 2:	The mapped value RSRP_0 is applicable in L1-RSRP reporting for indicating that a first set of measurements has not been completed at the time of reporting.



Table 10.1.6.1-2:Differential SS-RSRP and CSI-RSRP measurement report mapping
	Reported value
	Measured quantity value(difference in measured RSRP from strongest RSRP)
	Unit

	DIFFRSRP_0
	0≥ΔRSRP>-2
	dB

	DIFFRSRP_1
	-2≥ΔRSRP>-4
	dB

	DIFFRSRP_2
	-4≥ΔRSRP>-6
	dB

	DIFFRSRP_3
	-6≥ΔRSRP>-8
	dB

	DIFFRSRP_4
	-8≥ΔRSRP>-10
	dB

	DIFFRSRP_5
	-10≥ΔRSRP>-12
	dB

	DIFFRSRP_6
	-12≥ΔRSRP>-14
	dB

	DIFFRSRP_7
	-14≥ΔRSRP>-16
	dB

	DIFFRSRP_8
	-16≥ΔRSRP>-18
	dB

	DIFFRSRP_9
	-18≥ΔRSRP>-20
	dB

	DIFFRSRP_10
	-20≥ΔRSRP>-22
	dB

	DIFFRSRP_11
	-22≥ΔRSRP>-24
	dB

	DIFFRSRP_12
	-24≥ΔRSRP>-26
	dB

	DIFFRSRP_13
	-26≥ΔRSRP>-28
	dB

	DIFFRSRP_14
	-28≥ΔRSRP>-30
	dB

	DIFFRSRP_15
	-30≥ΔRSRP
	dB





END OF SECOND CHANGE

UNCHANGED SECTIONS OMITTED
