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------------------------------------------------------- Beginning of Change ------------------------------------------------------------
[bookmark: _Toc383690784]8.1.2	Requirements
[bookmark: _Toc383690785]8.1.2.1	UE measurement capability
If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells and the UE does not support perServingCellMeasurementGap-r14 or is not configured with per serving cell measurement gaps, in order for the requirements in the following subsections to apply the E-UTRAN must provide a single measurement gap pattern with constant gap duration for concurrent monitoring of all frequency layers and RATs. If the UE requires measurement gaps to identify and measure inter-frequency and/or inter-RAT cells and the UE supports perServingCellMeasurementGap-r14 and is configured with per serving cell measurement gaps, in order for the requirements in the following subsections to apply the E-UTRAN must provide gap pattern(s) on at least each serving component carrier (per-CC) where the UE has indicated in the perCC-ListGapIndication IE that gaps are required. No gap pattern is required to be provided on the serving component carrier where UE has indicated in the the perCC-ListGapIndication IE that gaps are not required. The requirements apply if the gap on each serving cell is at least that which the UE has indicated with gapIndication in the perCC-ListGapIndication IE, and if the gapOffset, MGRP and MGL are the same for each serving component carrier. During the measurement gaps the UE:
During the measurement gaps the UE:
-	shall not transmit any data
-	is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell and any SCell.
-	is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell, PSCell, and SCell.
If the UE supporting dual connectivity is configured with PSCell, during the total interruption time as shown in Figure 8.1.2.1-1, the UE shall not transmit and receive any data in SCG.
In addition, for UE supporting E-UTRA-NR dual connectivity, if MG timing advance of 0.5ms is applied, the UE:
-	shall not transmit any data
-	is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell and any SCell.
-	is not expected to tune its receiver on any of the E-UTRAN carrier frequencies of PCell, PSCell, and SCell.
in subframes fully or partially overlapping with the measurement gaps on E-UTRAN serving cells. The total interruption time on E-UTRAN serving cells is (MGL+1) subframes.
When MG timing advance of 0.5ms is not applied, iIn the uplink subframe occurring immediately after the measurement gap,
-	if the following conditions are met then it is up to UE implementation whether or not the UE can transmit data:
-	all the serving cells belong to E-UTRAN TDD;
-	the measurement objects do not include any NR carrier frequency;
-	if the subframe occurring immediately before the measurement gap is an uplink subframe.
-	Otherwise the UE shall not transmit any data.
When MG timing advance of 0.5ms is applied, in the uplink subframe occurring immediately after the subframe partially overlapped with measurement gap,
-	it is up to UE implementation whether or not the UE can transmit data

In determining the above UE behaviour in the uplink subframe occurring immediately after the measurement gap or after the subframe partially overlapped with measurement gap, the UE shall treat a special subframe as an uplink subframe if the special subframe occurs immediately before the measurement gap.
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