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Background
This contribution provides TP for TR 36.716-03-02 for the band combination of 1A-1A-3C-5A_BCS0.
Text Proposal

<Start TP for TR 36.716-03-02>
6.xx
LTE-A inter-band CA: Band 1 and Band 3 and Band 5 DL with 2 bands UL
6.xx.1
List of specific combination issues
6.xx.1.1
Channel bandwidth per operating band for CA
Table 6.xx.1.1-1: CA configurations under study
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-1A-3C-5A
	CA_1A-5A
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	90
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-1A-3C-5A
	CA_3A-5A
	1
	See CA_1A-1A Bandwidth Combination Set 0 in Table 5.6A.1-3
	90
	0

	
	
	3
	See CA_3C Bandwidth combination set 0 in table 5.6A.1-1
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	
	


6.xx.1.2
 Co-existence studies for LTE-A inter-band CA 3 bands DL CA_1A-1A-3C-5A and 2 bands UL
There is no harmonic issue for this band combination according to the same band combination defined in TS 36.101 [2].
For 3 bands DL with 2 bands UL of CA_1A-1A-3C-5A with UL configurations in Table 6.xx.1.1-1, there is no self-receiver desensitization due to intermodulation products with 2 UL bands.
6.xx.1.3 MSD
The MSD requirement due to close proximity of UL to DL channel should be reflected in the specification as below:
Table 7.3.1A-0bC: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands due to close proximity of UL to DL channel)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-1A-3C-5A4
	312
	
	
	-94
	-91.5
	-90
	-89
	FDD

	CA_1A-1A-3C-5A5
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD


Table 7.3.1A-0bD: Uplink configuration for the uplink band (exceptions for three bands due to close proximity of UL to DL channel)

	E-UTRA Band / Channel bandwidth of the affected DL band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-1A-3C-5A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-1A-3C-5A1, 3
	1
	
	
	25
	45
	45
	45
	FDD


6.xx.1.4
∆TIB and ∆RIB values
The requirements of low-order combination from TS 36.101 [2] can be applied.
<End of TP>
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