[bookmark: _Hlk491845607]3GPP TSG-RAN WG4 Meeting #90 bis	R4-1904540
Xian, China, 8-12 April, 2019
Source:	Sprint
[bookmark: _Hlk4504357]Title:	TP for TR 38.716-01-01: CA_n25(2A)
Agenda item:			9.1.2
Document for:	Approval
1. Introduction
This contribution is a text proposal for TR 38.716-01-01 to include CA_n25(2A).
2. Text Proposal
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1	Scope
The present document is a technical report for NR Intra-band Carrier Aggregation Rel-16 for xDL/yUL including contiguous and non-contiguous spectrum under Rel-16 time frame. The purpose is to gather the relevant background information and studies in order to address NR Intra-band Carrier Aggregation requirements for the Rel-16 band combinations in Table 1-1, Table 1-2, Table 1-3 and Table 1-4.
Table 1-1: Release 15 NR Intra-band carrier contiguous aggregation combinations FR1
	CA combination
	REL-indep.
from

	DL_n78C_UL_n78C
	Rel-15

	DL_n79C_UL_n79C
	Rel-15

	DL_n66B_UL_n66A
	Rel-15

	DL_n41C_UL_n41A
	Rel-15

	DL_n41C_UL_n41C
	Rel-15

	DL_n71B
	Rel-15

	DL_n77C_UL_n77C
	Rel-15



Table 1-2: Release 15 NR Intra-band carrier non-contiguous aggregation combinations FR1
	CA combination
	REL-indep.
from

	DL_n66(2A)_UL_66A
	Rel-15

	DL_n41(2A)_UL_n41A
	Rel-15

	DL_n41(2A)_UL_n41(2A)
	Rel-15

	DC_n25(2A)_UL_n25A
	Rel-15



Table 1-3: Release 15 NR Intra-band carrier contiguous aggregation combinations FR2
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[bookmark: _Toc523816524][bookmark: _Toc531769551]6.2.3	REFSENS
There are no REFSENS exceptions for this combination. However, UL configuration for REFSENS needs to be captured after general principles for RX requirements have been agreed.
6.x	CA_2DL_n25(2A)_1UL_n25A
6.x.1	Channel bandwidths per operating band for CA
Table 6.x.1-1: Supported bandwidth combinations for CA_2DL_n25(2A)_1UL _n25A
	
	
	E-UTRA CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_n25(2A)
	-
	5, 10, 15, 20
	5, 10, 15, 20
	
	
	
	40
	0



6.x.2	Co-existence studies
There are no co-existence issues for this combination.
6.x.3	REFSENS
There are no REFSENS exceptions for this combination. However, UL configuration for REFSENS needs to be captured after general principles for RX requirements have been agreed.
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