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1. Overall Description:

RAN4 has continued the discussion on maxUplinkDutyCycle UE capability after sending LS [1] earlier and made the following agreements:  
· Evaluation period for maxUplinkDutyCycle for is 1 seconds

· 10 % value should be allowed for UE in addition to values what were in WF from plenary [2]
· Default value for maxUplinkDutyCycle is 100 % i.e. when this value is not reported, UE is assumed to have no restrictions for uplink dutycycle

· Reported capability is for maximum power of the UE and if UE output power is less than its maximum as reported through PHR, then UE’s capability for uplink transmission duty cycle is larger as long as total transmission energy is not greater than the upper bound defined by maximum power and duty cycle

RAN4 further discussed RF Exposure mitigation issue and conclude that the link reliability would be improved if the description for usage of the P bit in PHR reporting would be refined so that the P bit will be set to 1 only when UE considers P-MPR back of to be large.  

2. Actions:

To RAN2 group.
ACTION: RAN4 respectfully asks RAN2 to accommodate agreements above in their work 

3. Date of Next RAN WG4 Meetings:

3GPPRAN4#91
13 - 17 May 2019   
Reno, Nevada 

3GPPRAN4#92
26 - 30 Aug 2019   
Ljubljana, Slovenia
