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<< Start of changes >>
10.1.19.2
CSI-RS based L1-RSRP accuracy requirements

10.1.19.2.1
Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-RSRP in this clause apply to all CSI-RS resources of the serving cell configured for L1-RSRP measurement.
The accuracy requirements in Table 10.1.19.2.1-1 and Table 10.1.19.2.1-2are valid under the following conditions:


Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS-.

Table 10.1.19.2.1-1: CSI-RS based L1-RSRP absolute accuracy in FR1 for CSI-RS bandwidth < 96 RBs
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	
	

	( [5.5]
	([10]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	([9]
	([12]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_G, NR_FDD_FR1_H,
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
NR operating band groups in FR1 are as defined in Section 3.5.2.


Table 10.1.19.2.1-2: CSI-RS based L1-RSRP absolute accuracy in FR1 for CSI-RS bandwidth >= 96 RBs
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	
	

	( [4]
	([8.5]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	( [7.5]
	([10.5]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_G, NR_FDD_FR1_H,
	N/A
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
NR operating band groups in FR1 are as defined in Section 3.5.2.


10.1.19.2.2
Relative Accuracy
The relative accuracy of CSI-RS based L1-RSRP is defined as the L1-RSRP measured from one CSI-RS compared to the largest measured value of L1-RSRP among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.19.2.2-1 and Table 10.1.19.2.2-2 are valid under the following conditions:

Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS-.

Table 10.1.19.2.2-1: CSI-RS based L1-RSRP relative accuracy in FR1 for CSI-RS bandwidth < 96 RBs
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	
	

	( [3]
	([4]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	
	
	
	

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
The parameter CSI-RS Ês/Iot is the minimum SSB Ês/Iot of the pair of CSI-RS resources to which the requirement applies.

NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


Table 10.1.19.2.2-2: CSI-RS based L1-RSRP relative accuracy in FR1 for CSI-RS bandwidth >= 96 RBs
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	
	

	( [1.5]
	([2.5]
	(-3dB
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:
The parameter CSI-RS Ês/Iot is the minimum SSB Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:
NR operating band groups in FR1 are as defined in Section 3.5.2.


<< End of change >>

