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1	Overall description
RAN4 has discussed the AoA setup for FR2 RRM tests and has defined the following setups in 38.133:
· Setup 1: single AoA in the UE Rx beam peak direction
· Setup 2a: single AoA in the non beam peak direction without change in direction
· Setup 2b:  single AoA in the non beam peak direction with change in direction
· Setup 3: 2 AoAs
[bookmark: _Hlk511849716]A brief description of the setup can be found in [CR with AoA]. One of these setups will be used for each FR2 RRM test.
RAN4 agreed that for Setup 2b and Setup 3, the AoA should be changed between different test iterations of the same test. The details of how the AoAs are changed were not specified by RAN4 and RAN5 should define these details considering overall test time. The AoAs should be randomized such that good test coverage over different directions is achieved, while ensuring that the signals are aligned to directions which are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in 38.101-2 Section 7.3.4 for each UE power class.
2	Actions 
ACTION to RAN 5:
RAN4 respectfully asks RAN5 to take into considerations the above and define the details on how to change the AoAs for Setups 2b and 3 for FR2 RRM testing. 
3	Date of Next RAN4 Meetings:
TSG-RAN WG4 Meeting #91	13th – 17th October 2019		Reno, USA
TSG-RAN WG4 Meeting #92 	26th – 30th August 2019        Ljubljana, Slovenia


