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[bookmark: _Toc5279937][bookmark: historyclause]G.1	Static propagation condition
The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading or multi-paths exist for this propagation model.
[bookmark: _Toc5279938]G.2	Multi-path fading propagation conditions
The multipath propagation conditions consist of several parts:
-	A delay profile in the form of a "tapped delay-line", characterized by a number of taps at fixed positions on a sampling grid. The profile can be further characterized by the r.m.s. delay spread and the maximum delay spanned by the taps.
-	A combination of channel model parameters that include the Delay profile and the Doppler spectrum that is characterized by a classical spectrum shape and a maximum Doppler frequency.
-	Different models are used for FR1 (below 6 GHz) and FR2 (above 6 GHz).
[bookmark: _Toc5279939]G.2.1	Delay profiles
The delay profiles are simplified from the TR38.901 [16] TDL models. The simplification steps are shown below for information. These steps are only used when new delay profiles are created. Otherwise, the delay profiles specified in G.2.1.1 and G.2.1.2 can be used as such.
	Step 1: Use the original TDL model from TR38.901[16].
	Step 2: Re-order the taps in ascending delays
	Step 3: Perform delay scaling according to the procedure described in subclause 7.7.3 in TR38.901[16].
	Step 4: Apply the quantization to the delay resolution 5 ns. This is done simply by rounding the tap delays to the nearest multiple of the delay resolution.
	Step 5: If multiple taps are rounded to the same delay bin, merge them by calculating their linear power sum.
	Step 6: If there are more than 12 taps in the quantized model, merge the taps as follows
-	Find the weakest tap from all taps (both merged and unmerged taps are considered)
•	If there are two or more taps having the same value and are the weakest, select the tap with the smallest delay as the weakest tap.
-	When the weakest tap is the first delay tap, merge taps as follows
•	Update the power of the first delay tap as the linear power sum of the weakest tap and the second delay tap.
•	Remove the second delay tap.
-	When the weakest tap is the last delay tap, merge taps as follows
•	Update the power of the last delay tap as the linear power sum of the second-to-last tap and the last tap.
•	Remove the second-to-last tap.
-	Otherwise
•	For each side of the weakest tap, identify the neighbour tap that has the smaller delay difference to the weakest tap.
o	When the delay difference between the weakest tap and the identified neighbour tap on one side equals the delay difference between the weakest tap and the identified neighbour tap on the other side.
▪	Select the neighbour tap that is weaker in power for merging.
o	Otherwise, select the neighbour tap that has smaller delay difference for merging.
•	To merge, the power of the merged tap is the linear sum of the power of the weakest tap and the selected tap. 
•	When the selected tap is the first tap, the location of the merged tap is the location of the first tap. The weakest tap is removed.
•	When the selected tap is the last tap, the location of the merged tap is the location of the last tap. The weakest tap is removed.
•	Otherwise, the location of the merged tap is based on the average delay of the weakest tap and selected tap. If the average delay is on the sampling grid, the location of the merged tap is the average delay. Otherwise, the location of the merged tap is rounded towards the direction of the selected tap (e.g. 10 ns & 20 ns  15 ns, 10 ns & 25 ns  20 ns, if 25 ns had higher or equal power; 15 ns, if 10 ns had higher power) . The weakest tap and the selected tap are removed.
-	Repeat step 6 until the final number of taps is 12.
	Step 7: Round the amplitudes of taps to one decimal (e.g. -8.78 dB  -8.8 dB)
	Step 8: If the delay spread has slightly changed due to the tap merge, adjust the final delay spread by increasing or decreasing the power of the last tap so that the delay spread is corrected.
	Step 9: Re-normalize the highest tap to 0 dB.
Note:	Some values of the delay profile created by the simplification steps may differ from the values in tables G.2.1.1-2, G.2.1.1-3, G.2.1.1-4, and G.2.1.2-2 for the corresponding model.
Note:	For Step 5 and Step 6, the power values are expressed in the linear domain using 6 digits of precision. The operations are in the linear domain.
[bookmark: _Toc5279940]G.2.1.1	Delay profiles for FR1
