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1. Introduction
This contribution is a text proposal for TR 38.716-11-11 to include DC_25A-25A_n41.
Revision 1 corrects a copy and paste error in section 6.1.x.5 highlighted below.
2. Text Proposal
<Beginning of Changes>

1
Scope

The present document is a technical report for Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL) under Rel-16 time frame. The purpose is to gather the relevant background information and studies in order to address Dual Connectivity (EN-DC) of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL)for the Rel-16 band combinations in Table 1-1. The co-existence analysis and RF front end requirements such as Delta RIB,C and TIB,C are described based on the band combination basis since such information have no difference between the EN-DC configulations consisting with the same E-UTRA band and the same NR band. 
Table 1-1: Release 16 EN-DC of 1 LTE band (1DL/1UL) and 1 NR band (1DL/1UL) within FR1
	DC combination
	Uplink EN-DC configuration

	DC_1A_n7A
	DC_1A_n7A

	DC_1A_n41A
	DC_1A_n41A

	DC_1A_n50A
	DC_1A_n50

	DC_3A_n1A
	DC_3A_n1A

	DC_3A_n3A
	DC_3A_n3A

	DC_3A_n20A
	DC_3A_n20A

	DC_3A_n41A
	DC_3A_n41A

	DC_3A_n50A
	DC_3A_n50A

	DC_3A-3A_n77A
	DC_3A_n77A

	DC_3A-3A_n78A
	DC_3A_n78A

	DC_5A_n71A
	DC_5A_n71A

	DC_5A_n79A
	DC_5A_n79A

	DC_7A_n71A
	DC_7A_n71A

	DC_7A_n77A
	DC_7A_n77A

	DC_7A-7A_n77A
	DC_7A_n77A

	DC_8A_n41A
	DC_8A_n41A

	DC_8A_n41C
	DC_8A_n41A
DC_8A_n41C

	DC_8A_n41(2A)
	DC_8A_n41A

	DC_12A_n71A
	DC_12A_n71A

	DC_13A_n5A
	DC_13A_n5A

	DC_20A_n41A
	DC_20A_n41A

	DC_20A_n50A
	DC_20A_n50A

	DC_25A-25A_n41A
	DC_25A_n41A

	DC_28A_n8A
	DC_28A_n8A

	DC_28A_n41A
	DC_28A_n41A

	DC_28A_n50A
	DC_28A_n50

	DC_39A_n41A
	DC_39A_n41A

	DC_40A_n41A
	DC_40A_n41A


<Unchanged text omitted>

6.1.25.6
∆TIB and ∆RIB values
For DC_28_n50, the (TIB,c and (RIB,c values are given in the tables below.

Table 6.1.25.6-1: ΔTIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28_n50
	28
	0.3

	
	n50
	0.4


Table 6.1.25.6-2: ΔRIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_28_n50
	28
	0

	
	n50
	0


6.1.x
DC_25-25_n41
6.1.x.1
Operating bands for DC

Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_25-25_n41
	CA_25-25
	n41
	No


6.1.x.2
Configuration for DC

Table 6.1.x.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_25A-25A_n41A
	DC_25A_n41A
	CA_25A-25A
	n41A


6.1.x.3
Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
The maximum output power for the uplink EN-DC configuration, DC_25A_n41A, is already specified in Rel.15 TS 38.101-3 Table 6.2B.1.3-1.
6.1.x.4
Spurious emission band UE co-existence for DC

The requirements for the uplink EN-DC configuration, DC_25A_n41A, are already specified in Rel.15 TS 38.101-3 Table 6.5B.3.3.2-1.

6.1.x.5
MSD analysis for DC
The requirements for the uplink EN-DC configuration, DC_25A_n41A, are already specified in Rel.15 TS 38.101-3 Table 7.3B.2.3.4-1 with uplink configuration in Table 7.3B.2.3.4-2.

6.1.x.6
∆TIB and ∆RIB values
For DC_25-25_n41, (TIB,c will be the same as for DC_25A_n41A in 38.101-3 Table 6.2B.4.2.3.1-1.

Table 6.1.x.6-1: ΔTIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_25_n41,
DC_25-25_n41
	25
	0.5

	
	n41
	0.41

	
	
	0.92

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz.


For DC_25-25_n41, (TIB,c and (RIB,c values will be the same as for DC_25A_n41A in 38.101-3 Table 6.2B.4.2.3.1-1.

Table 6.1.x.6-2: ΔRIB,c

	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_25_n41,

DC_25-25_n41
	n41
	01

	
	
	0.52

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


6.2
Inter-band EN-DC including FR2

<End of Changes>

