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< start of changes >
<< Unchanged sections omitted >> ----Part 1
[bookmark: _Toc535319216][bookmark: _Toc535319264]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK3][bookmark: OLE_LINK4][bookmark: OLE_LINK2]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone”
[3]	3GPP TS 38.101-2: “NR; User Equipment (UE) radio transmission and reception; Part 12: Range 1 2 Standalone”
[4]	3GPP TS 36.101: “Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception”
[5]	3GPP TS 38.521-3: “NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios"
[6]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000"
[7]	3GPP TS 36.211: "E-UTRA; Physical channels and modulation"

[bookmark: _Toc535319217]3	Definitions, symbols and abbreviations
[bookmark: _Toc535319218]3.1	Definitions
[bookmark: OLE_LINK8][bookmark: OLE_LINK6][bookmark: OLE_LINK7]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
<defined term>: <definition>.
[bookmark: _Toc535319219]3.2	Symbols
For the purposes of the present document, the following symbols apply:
ΔRIB,c	Allowed reference sensitivity relaxation due to support for CA or DC operation, for serving cell c.
ΔTIB,c	Allowed maximum configured output power relaxation due to support for CA or DC operation, for serving cell c
BWE-UTRA_ChannelBWLTE_Channel	Channel bandwidth of E-UTRA carrier
BWE-UTRA_Channel_CABWLTE_Channel_CA	Channel bandwidth of E-UTRA sub-block which is composed of intra-band contiguous CA E-UTRA carriers
BWNR_Channel	Channel bandwidth of NR carrier
BWNR_Channel_CA	Channel bandwidth of NR sub-block which is composed of intra-band contiguous CA NR carriers
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
EN-DCACLR	The ratio of the filtered mean power centred on the aggregated sub-block bandwidth ENBW to the filtered mean power centred on an adjacent bandwidth of the same size ENBW
E-UTRAACLR	E-UTRA ACLR
FC	RF reference frequency for the carrier center on the channel raster
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
FOOB	The boundary between the NR out of band emission and spurious emission domains
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks
expressed in units of resources blocks
Max()	The largest of given numbers
Min()	The smallest of given numbers
NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
PCMAX	The configured maximum UE output power
RBstart	Indicates the lowest RB index of transmitted resource blocks
Wgap	The sub-block gap between the two sub-blocks
[bookmark: _Toc535319220]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
BCS	Bandwidth Combination Set
CA	Carrier Aggregation
CC	Component carrierCarrier
DC	Dual Connectivity
EN-DC	E-UTRA/NR DC
EVM	Error Vector Magnitude
FDM	Frequency Division Multiplexing
FR	Frequency Range
ENBW	The aggregated bandwidth of an E-UTRA sub-block and an adjacent NR sub-block
ITU ITU-R	Radio communication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
MCG	Master Cell Group
NR	New Radio
NS	Network Signalling
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio
OOB	Out-of-band
OOBE	Out-of-band emission
OTA	Over The Air
PRB	Physical Resource Block
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
Rx	Receiver
SCG	Secondary Cell Group
SCS	Subcarrier spacing
SEM	Spectrum Emission Mask
SUL	Supplementary uplink
TDM	Time Division Multiplex
Tx	Transmitter
UE	User Equipment
UL-MIMO	Up Link Multiple Antenna transmission
ULSUP	Uplink sharing from UE perspective

<< End of changes >> ----Part 1



<< Unchanged sections omitted >> ----Part 2

[bookmark: _Toc535319256]5.3	UE Channel bandwidth
[bookmark: _Toc535319257]5.3A	UE Channel bandwidth for CA
[bookmark: _Toc535319258]5.3A.1	Inter-band CA between FR1 and FR2
For inter-band NR CA between FR1 and FR2, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class as specified in clause 5.3A.5 of TS 38.101-1 [2] and clause 5.3A.4 of TS 38.101-2 [3] independently.
[bookmark: _Toc535319259]5.3B	UE Channel bandwidth for EN-DC
For intra-band contiguous EN-DC, the aggregated channel bandwidth is sum of the individual NR and E-UTRA channel bandwidths assuming nominal EN-DC channel with 0 kHz offset spacing as specified in sub-clause 5.4.
	ENBW = BWNR_Channel + BWE-UTRA_ChannelBWE-UTRA Channel
In the case where the NR sub-block and/or the E-UTRA sub-block itself is composed of intra-band contiguous CA carriers, the EN-DC aggregated channel bandwidth is the sum of the aggregated channel bandwidths of the NR and E-UTRA sub-blocks assuming nominal EN-DC channel spacing between the NR sub-block and E-UTRA sub-block.
	ENBW = BWNR_Channel_CA + BWE-UTRA_Channel_CABWE-UTRA Channel_CA
For NR inter-band dual connectivity specified in 5.2B.7, the corresponding NR CA configurations in 5.5A.1, i.e., dual uplink inter-band carrier aggregation between FR1 and FR2 with uplink assigned to two NR bands, are applicable to Dual Connectivity.
NOTE 1:	Requirements for the dual connectivity configurations are defined in the section corresponding NR uplink CA between FR1 and FR2 configurations, unless otherwise specified.
Intra-band contiguous EN-DC configurations are defined using intra-band contiguous EN-DC bandwidth class notation where the first EN-DC bandwidth class letter indicates the number of contiguous E-UTRA carriers and the second EN-DC bandwidth class letter indicates the number of contiguous NR carriers. Applicable contiguous intraband EN-DC bandwidth classes are listed in Table 5.3.B-1.
Table 5.3.B-1: Intra-band contiguous EN-DC bandwidth classes
	Intra-band contiguous EN-DC bandwidth class
	Number of 
contiguous CC

	
	E-UTRA
	NR

	AA
	1
	1

	CA
	2
	1

	DA
	3
	1



[bookmark: _Toc535319260]5.3B.1	Intra-band EN-DC in FR1
[bookmark: _Toc535319261]5.3B.1.1	General
The requirements for intra-band EN-DC in this specification are defined for EN-DC configurations with associated bandwidth combination sets.
For each EN-DC configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination.
[bookmark: _Toc535319262]5.3B.1.2	BCS for Intra-band contiguous EN-DC
For intra-band contiguous EN-DC, an EN-DC configuration is a single operating band supporting an intra-band contiguous EN-DC bandwidth class.
Bandwidth combination sets for intra-band contiguous EN-DC are specified in Table 5.3B.1.2-1.
Table 5.3B.1.2-1: EN-DC configurations and bandwidth combination sets defined for intra-band contiguous EN-DC
	
	
	E-UTRA – NR configuration / Bandwidth combination set

	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTE carrier (MHz)
	Channel bandwidths NR for NR carrier (MHz)
	Channel bandwidths for LTE carrier (MHz)
	
	

	DC_(n)41AA
	DC_(n)41AA
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_(n)41CA
	DC_(n)41AA1, DC_41A_n41A2
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_(n)41DA
	DC_(n)41AA1, DC_41A_n41A2
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	DC_(n)71AA
	DC_(n)71AA
	15
	5
	
	20
	0

	
	
	10
	5, 10
	
	
	

	
	
	5
	5, 10, 15
	
	
	

	
	
	
	5
	15
	
	

	
	
	
	5, 10
	10
	
	

	
	
	
	5, 10, 15
	5
	
	

	NOTE 1:	Contiguous intra-band EN-DC uplink requirements shall apply.
NOTE 2:	LTE and NR ACLR requirements and non-contiguous intra-band EN-DC uplink requirements shall apply.



[bookmark: _Toc535319263]5.3B.1.3	BCS for Intra-band non-contiguous EN-DC
For intra-band non-contiguous EN-DC, an EN-DC configuration is a single operating band supporting E-UTRA and NR carriers, where E-UTRA configuration is indicated by using E-UTRA CA bandwidth class as defined in TS 36.101 [4] and NR configuration is indicated by using NR CA bandwidth class as defined in TS 38.101-1 [2].
Requirements for intra-band non-contiguous EN-DC are defined for the EN-DC configurations and bandwidth combination sets specified in Table 5.3B.1.3-1.
Table 5.3B.1.3-1: EN-DC configurations and bandwidth combination sets defined for intra-band non-contiguous EN-DC
	
	
	E-UTRA – NR configuration / Bandwidth combination set

	E-UTRA – NR configuration / Bandwidth combination set

	Downlink
EN-DC configuration
	Uplink EN-DC configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for LTE carrier (MHz)
	Channel bandwidths NR for NR carrier (MHz)
	Channel bandwidths for LTE carrier (MHz)
	
	

	DC_3A_n3A 
	DC_3A_n3A(1)
	
	5, 10, 15, 20, 25, 30
	5, 10, 15, 20
	50
	0

	DC_41A_n41A 
	DC_41A_n41A
	20
	40, 60, 80,100
	
	120
	0

	
	
	
	40, 60, 80,100
	20
	
	

	
	
	20
	40, 50, 60, 80,100
	
	120
	1

	
	
	
	40, 50, 60, 80,100
	20
	
	

	DC_41C_n41A
	DC_41A_n41A
	20+20
	40, 60, 80,100
	
	140
	0

	
	
	
	40, 60, 80,100
	20+20
	
	

	
	
	20+20
	40, 50, 60, 80,100
	
	140
	1

	
	
	
	40, 50, 60, 80,100
	20+20
	
	

	DC_41D_n41A
	DC_41A_n41A
	20+20+20
	40, 60, 80,100
	
	160
	0

	
	
	
	40, 60, 80,100
	20+20+20
	
	

	
	
	20+20+20
	40, 50, 60, 80,100
	
	160
	1

	
	
	
	40, 50, 60, 80,100
	20+20+20
	
	

	NOTE 1:	Only single switched UL is supported in Rel.15



5.4	Channel arrangement
5.4A	Channel arrangement for CA
The channel arrangement for CA operations in FR1 and FR2 as specified in TS 38.101-1 [2] and TS 38.101-2 [3], respectively.
5.4B	Channel arrangement for DC
The channel arrangement for intra-band EN-DC operations in FR1 is specified in TS 36.101 [4] andsub-clause 5.4B.1 of TS 38.101-1 [2], respectively.
5.4B.1	Channel spacing for intra-band EN-DC carriers
The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between and E-UTRA carrier and an adjacent NR carrier for intra-band contiguous EN-DC is defined as following: 
-	For NR operating bands with 100 kHz channel raster,
Nominal Channel spacing = (BWE-UTRA_ChannelBWLTE_Channel + BWNR_Channel)/2
-	For NR operating bands with 15 kHz channel raster,
	Nominal Channel spacing = (BWE-UTRA_ChannelBWLTE_Channel + BWNR_Channel)/2+{-5kHz, 0kHz, 5kHz}
-	For NR operating bands with 30 kHz channel raster,
	Nominal Channel spacing = (BWE-UTRA_ChannelBWLTE_Channel + BWNR_Channel)/2+{-10kHz, 0kHz, 10kHz}
where BWE-UTRA_ChannelBWLTE_Channel and BWNR_Channel are the channel bandwidths of the E-UTRA and NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
For intra-band non-contiguous EN-DC the channel spacing between E-UTRA and NR carriers shall be larger than the nominal channel spacing defined in this subclause.

<< End of changes >> ----Part 2
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<< End of changes >>



