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------------------------------ Modified section ------------------------------
[bookmark: _Toc535320650]7.2	Reference sensitivity level
[bookmark: _Toc535320651]7.2.1	General
[bookmark: _Hlk508114944]The reference sensitivity power level PREFSENS is the minimum mean power received at the antenna connector for BS type 1-C or TAB connector for BS type 1-H at which a throughput requirement shall be met for a specified reference measurement channel.
[bookmark: _Toc535320652]7.2.2	Minimum requirements for BS type 1-C and BS type 1-H
For NR, tThe throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in aAnnex A.1 with parameters specified in table 7.2.2-1 for Wide Area BS, in table 7.2.2-2 for Medium Range BS and in table 7.2.2-3 for Local Area BS.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320653]7.3	Dynamic range
[bookmark: _Toc535320654]7.3.1	General
[bookmark: _Hlk508114964]The dynamic range is specified as a measure of the capability of the receiver to receive a wanted signal in the presence of an interfering signal at the antenna connector for BS type 1-C or TAB connector for BS type 1-H inside the received BS channel bandwidth. In this condition, a throughput requirement shall be met for a specified reference measurement channel. The interfering signal for the dynamic range requirement is an AWGN signal.
[bookmark: _Toc535320655]7.3.2	Minimum requirement for BS type 1-C and BS type 1-H
For NR, tThe throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in aAnnex A.2 with parameters specified in table 7.3.2-1 for Wide Area BS, in table 7.3.2-2 for Medium Range BS and in table 7.3.2-3 for Local Area BS.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320657]7.4.1	Adjacent Channel Selectivity (ACS)
[bookmark: _Toc535320658]7.4.1.1	General
Adjacent channel selectivity (ACS) is a measure of the receiver’s ability to receive a wanted signal at its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system.
[bookmark: _Toc535320659]7.4.1.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS, the wanted and the interfering signal coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector are specified in table 7.4.1.2-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.2-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320662]7.4.2	In-band blocking
[bookmark: _Toc535320663]7.4.2.1	General
The in-band blocking characteristics is a measure of the receiver’s ability to receive a wanted signal at its assigned channel at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an unwanted interferer, which is an NR signal for general blocking or an NR signal with one resource block for narrowband blocking.
[bookmark: _Toc535320664]7.4.2.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1‑H TAB connector using the parameters in tables 7.4.2.2-1, 7.4.2.2-2 and 7.4.2.2-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in subclause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320667]7.5	Out-of-band blocking
[bookmark: _Toc535320668]7.5.1	General
The out-of-band blocking characteristics is a measure of the receiver ability to receive a wanted signal at its assigned channel at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an unwanted interferer out of the operating band, which is a CW signal for out-of-band blocking.
[bookmark: _Toc535320669]7.5.2	Minimum requirement for BS type 1-C and BS type 1-H
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector using the parameters in table 7.5.2-1. The reference measurement channel for the wanted signal is identified in subclause 7.2.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320670]7.5.3	Co-location minimum requirements for BS type 1-C and BS type 1-H
This additional blocking requirement may be applied for the protection of NR BS receivers when GSM, CDMA, UTRA, E-UTRA or NR BS operating in a different frequency band are co-located with a NR BS. The requirement is applicable to all BS channel bandwidths supported by the NR BS.
The requirements in this clause assume a 30 dB coupling loss between interfering transmitter and NR BS receiver and are based on co-location with base stations of the same class.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS type 1-C antenna connector or BS type 1-H TAB connector input using the parameters in Tabletable 7.5.3-1 for all the BS classes. The reference measurement channel for the wanted signal is identified in Tabletables 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in aAnnex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320677]7.7	Receiver intermodulation
[bookmark: _Toc535320678]7.7.1	General
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of two interfering signals which have a specific frequency relationship to the wanted signal.
[bookmark: _Toc535320679]7.7.2	Minimum requirement for BS type 1-C and BS type 1-H
For NR, tThe throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.2-1 and 7.7.2-2 for intermodulation performance and in tables 7.7.2-3, and 7.7.2-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.2-1, 7.2.2-2 and 7.2.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320680][bookmark: _Hlk497680119]7.8	In-channel selectivity
[bookmark: _Toc535320681]7.8.1	General
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an NR signal which is time aligned with the wanted signal.
[bookmark: _Toc535320682]7.8.2	Minimum requirement for BS type 1-C and BS type 1-H
For BS type 1-C and BS type 1-H, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in tTable 7.8.2-1 for Wide Area BS, in tTable 7.8.2-2 for Medium Range BS and in tTable 7.8.2-3 for Local Area BS. The reference measurement channel for the wanted signal is identified in tables 7.8.2-1, 7.8.2-2 and 7.8.2-3 for each BS channel bandwidth and further specified in annex A. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320811]10.3	OTA reference sensitivity level
[bookmark: _Toc535320812][bookmark: _Hlk500365921]10.3.1	General
The OTA REFSENS requirement is a directional requirement and is intended to ensure the minimum OTA reference sensitivity level for a declared OTA REFSENS RoAoA. The OTA reference sensitivity power level EISREFSENS is the minimum mean power received at the RIB at which a reference performance requirement shall be met for a specified reference measurement channel.
The OTA REFSENS requirement shall apply to all supported polarizations, under the assumption of polarization match.
[bookmark: _Toc535320813]10.3.2	Minimum requirement for BS type 1-O
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in the corresponding table and annex A.1 when the OTA test signal is at the corresponding EISREFSENS level and arrives from any direction within the OTA REFSENS RoAoA.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320814]10.3.3	Minimum requirement for BS type 2-O
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in the corresponding table and annex A.1 when the OTA test signal is at the corresponding EISREFSENS level and arrives from any direction within the OTA REFSENS RoAoA.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320818]10.5	OTA in-band selectivity and blocking
[bookmark: _Toc535320819]10.5.1	OTA adjacent channel selectivity
[bookmark: _Toc535320820]10.5.1.1	General
OTA Adjacent channel selectivity (ACS) is a measure of the receiver’s ability to receive aan OTA wanted signal at its assigned channel frequency in the presence of an OTA adjacent channel signal with a specified centre frequency offset of the interfering signal to the band edge of a victim system.
[bookmark: _Toc535320821]10.5.1.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR1, the OTA wanted and the interfering signal are specified in table 10.5.1.2-1 and table 10.5.1.2-2 for ACS. The reference measurement channel for the OTA wanted signal is further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320822]10.5.1.3	Minimum requirement for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For FR2, the OTA wanted and the interfering signal are specified in table 10.5.1.3-1 and table 10.5.1.3-2 for ACS. The reference measurement channel for the OTA wanted signal is further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320823]10.5.2	OTA in-band blocking
[bookmark: _Toc535320824]10.5.2.1	General
The OTA in-band blocking characteristics is a measure of the receiver’s ability to receive a OTA wanted signal at its assigned channel in the presence of an unwanted OTA interferer, which is an NR signal for general blocking or an NR signal with one RB for narrowband blocking.
[bookmark: _Toc535320825]10.5.2.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted and OTA interfering signal specified in tables 10.5.2.2-1, table 10.5.2.2-2 and table 10.5.2.2-3 for general OTA and narrowband OTA blocking requirements. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 and are further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320826]10.5.2.3	Minimum requirement for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals apply to each supported polarization, under the assumption of polarization match.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For BS type 2-O, the OTA wanted and OTA interfering signals are provided at RIB using the parameters in table 10.5.2.3-1 for general OTA blocking requirements. The reference measurement channel for the wanted signal is further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320827]10.6	OTA out-of-band blocking
[bookmark: _Toc535320828]10.6.1	General
The OTA out-of-band blocking characteristics are a measure of the receiver unit ability to receive a wanted signal at the RIB at its assigned channel in the presence of an unwanted interferer.
[bookmark: _Toc535320829]10.6.2	Minimum requirement for BS type 1-O
[bookmark: _Toc535320830]10.6.2.1	General minimum requirement
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the minSENS RoAoA.
The wanted signal applies to all supported polarizations, under the assumption of polarization match. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320831]10.6.2.2	Co-location minimum requirement
This additional OTA out-of-band blocking requirement may be applied for the protection of BS receivers when NR, E‑UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.
The requirement is a co-location requirement. The interferer power levels are specified at the co-location reference antenna conducted input. The interfering signal power is specified per supported polarization.
The requirement is valid over the minSENS RoAoA.
For OTA wanted and OTA interfering signal provided at the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320832][bookmark: _Hlk509921867]10.6.3	Minimum requirement for BS type 2-O
[bookmark: _Toc535320833]10.6.3.1	General minimum requirement
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted signal applies to all supported polarizations, under the assumption of polarization match. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
For BS type 2-O the OTA out-of-band blocking requirement apply from 30 MHz to FUL,low – 1500 MHz and from FUL,high + 1500 MHz up to 2nd harmonic of the upper frequency edge of the operating band.
For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 10.6.3.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.3 for each BS channel bandwidth and further specified in annex A.1.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320838]10.8	OTA receiver intermodulation
[bookmark: _Toc535320839]10.8.1	General
Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver unit to receive a wanted signal on its assigned channel frequency in the presence of two interfering signals which have a specific frequency relationship to the wanted signal. The requirement is defined as a directional requirement at the RIB.
[bookmark: _Toc535320840]10.8.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of a received signal and the interfering signal are from the same direction, and:
-	when the wanted signal is based on EISREFSENS: the AoA of the incident wave of a received signal and the interfering signal are within the OTA REFSENS RoAoA.
-	when the wanted signal is based on EISminSENS: the AoA of the incident wave of a received signal and the interfering signal are within the minSENS RoAoA.
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
For NR, tThe throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals at the RIB. with the conditions specified in tables 10.8.2-1 and 10.8.2-2 for intermodulation performance and in tables 10.8.2-3 and 10.8.2-4 for narrowband intermodulation performance.
The reference measurement channel for the wanted signal is identified in table 10.3.2-1, table 10.3.2-2 and table 10.3.2-3 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320841]10.8.3	Minimum requirement for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals applies to all supported polarizations, under the assumption of polarization match.
Throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted signal at the assigned channel frequency and two OTA interfering signals provided at the RIB using the parameters in tables 10.8.3-1 and 10.8.3-2. All of the OTA test signals arrive from the same direction, and the requirement is valid if the signals arrive from any direction within the OTA REFSENS RoAoA. The reference measurement channel for the wanted signal is identified in [table 10.3.32-1] for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320842]10.9	OTA in-channel selectivity
[bookmark: _Toc535320843]10.9.1	General
In-channel selectivity (ICS) is a measure of the receiver ability to receive a wanted signal at its assigned resource block locations in the presence of an interfering signal received at a larger power spectral density. In this condition a throughput requirement shall be met for a specified reference measurement channel. The interfering signal shall be an NR signal as specified in annex A.1 and shall be time aligned with the wanted signal.
[bookmark: _Toc535320844]10.9.2	Minimum requirement for BS type 1-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are the same direction and are within the minSENS RoAoA
The wanted and interfering signals applies to all supported polarizations, under the assumption of polarization match.
For a wanted and an interfering signal coupled to the RIB, the following requirements shall be met:
-	For BS type 1-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 10.9.2-1 for Wide Area BS, in table 10.9.2-2 for Medium Range BS and in table 10.9.2-3 for Local Area BS. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320845]10.9.3	Minimum requirement for BS type 2-O
The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals applies to all supported polarizations, under the assumption of polarization match.
For BS type 2-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 10.9.3-1. The characteristics of the interfering signal is further specified in annex D.
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320906]Annex A (normative):
Reference measurement channels
[bookmark: _Toc535320907]A.1	Fixed Reference Channels for reference receiver sensitivity, ACS, in-band blocking, out-of-band blocking, Rx intermodulation and in-channel selectivity (QPSK, R=1/3)
The parameters for the reference measurement channels are specified in table A.1-1 for FR1 reference receiver sensitivity, ACS, in-band blocking, out-of-band blocking, Rx intermodulation, and in-channel selectivity, OTA reference sensitivity, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA Rx intermodulation and OTA in-channel selectivity.
The parameters for the reference measurement channels are specified in table A.1-2 for FR2 OTA reference receiver sensitivity, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA Rx intermodulation and OTA in-channel selectivity.
Table A.1-1: FRC parameters for FR1 reference sensitivity, ACS, in-band blocking, out-of-band blocking, Rx intermodulation, in-channel selectivity, OTA reference sensitivity, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA Rx intermodulation and OTA in-channel selectivityreceiver sensitivity and in-channel selectivity
	[bookmark: OLE_LINK11][bookmark: OLE_LINK12][bookmark: OLE_LINK13]Reference channel
	[bookmark: OLE_LINK32][bookmark: OLE_LINK33][bookmark: OLE_LINK34][bookmark: OLE_LINK40][bookmark: OLE_LINK41][bookmark: OLE_LINK42][bookmark: OLE_LINK43]G-FR1-A1-1
	G-FR1-A1-2
	G-FR1-A1-3
	G-FR1-A1-4
	G-FR1-A1-5
	G-FR1-A1-6
	G-FR1-A1-7
	G-FR1-A1-8
	G-FR1-A1-9

	Subcarrier spacing (kHz)
	15
	30
	60
	15
	30
	60
	15
	30
	60

	Allocated resource blocks
	25
	11
	11
	106
	51
	24
	15
	6
	6

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	[bookmark: OLE_LINK19]12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	[bookmark: _Hlk499884117]Payload size (bits)
	2152
	984
	984
	9224
	4352
	2088
	1320
	528
	528

	Transport block CRC (bits)
	16
	16
	16
	24
	24
	16
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	24
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	2
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	2168
	1000
	1000
	4648
	4376
	2104
	1336
	544
	544

	Total number of bits per slot
	7200
	3168
	3168
	30528
	14688
	6912
	4320
	1728
	1728

	Total symbols per slot
	3600
	1584
	1584
	15264
	7344
	3456
	2160
	864
	864

	

NOTE 1:	UL-DMRS-config-type = 1 with UL-DMRS-max-len = 1, UL-DMRS-add-pos = 1 with = 2, = 11 as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size for receiver sensitivity and in-channel selectivity

NOTE 3:	Code block size including CRC (bits) equals to  in sub-clause 5.2.2 of TS 38.212 [15].



Table A.1-2: FRC parameters for FR2 OTA reference sensitivity, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA Rx intermodulation and OTA in-channel selectivityreceiver sensitivity and in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120

	Allocated resource blocks
	66
	32
	66
	33
	16

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3

	[bookmark: _Hlk499884172]Payload size (bits)
	5632
	2792
	5632
	2856
	1416

	Transport block CRC (bits)
	24
	16
	24
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	5656
	2808
	5656
	2872
	1432

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304

	

NOTE 1:	UL-DMRS-config-type = 1 with UL-DMRS-max-len = 1, UL-DMRS-add-pos = 1 with = 2, = 11 as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size for receiver sensitivity and in-channel selectivity.

NOTE 3:	Code block size including CRC (bits) equals to  in sub-clause 5.2.2 of TS 38.212 [15].



------------------------------ Next modified section ------------------------------
[bookmark: _Toc535320908]A.2	Fixed Reference Channels for dynamic range (16QAM, R=2/3)
The parameters for the reference measurement channels are specified in table A.2-1 for FR1 dynamic range and OTA dynamic range.
Table A.2-1: FRC parameters for FR1 dynamic range and OTA dynamic range
	Reference channel
	G-FR1-A2-1
	G-FR1-A2-2
	G-FR1-A2-3
	G-FR1-A2-4
	G-FR1-A2-5
	G-FR1-A2-6

	Subcarrier spacing (kHz)
	15
	30
	60
	15
	30
	60

	Allocated resource blocks
	25
	11
	11
	106
	51
	24

	[bookmark: OLE_LINK104][bookmark: OLE_LINK105]CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate (Note 2)
	2/3
	2/3
	2/3
	2/3
	2/3
	2/3

	[bookmark: _Hlk498674609][bookmark: _Hlk499884224]Payload size (bits)
	9224
	4032
	4032
	38936
	18960
	8968

	Transport block CRC (bits)
	24
	24
	24
	24
	24
	24

	Code block CRC size (bits)
	24
	-
	-
	24
	24
	24

	Number of code blocks - C
	2
	1
	1
	5
	3
	2

	[bookmark: _Hlk498674598]Code block size including CRC (bits) (Note 3)
	4648
	4056
	4056
	7816
	6352
	4520

	Total number of bits per slot
	14400
	6336
	6336
	61056
	29376
	13824

	Total symbols per slot
	3600
	1584
	1584
	15264
	7344
	3456

	

NOTE 1:	UL-DMRS-config-type = 1 with UL-DMRS-max-len = 1, UL-DMRS-add-pos = 1 with = 2, = 11 as per table 6.4.1.1.3-3 of TS 38.211 [5].
NOTE 2:	MCS index 16 and target coding rate = 658/1024 are adopted to calculate payload size for dynamic range.

NOTE 3:	Code block size including CRC (bits) equals to  in sub-clause 5.2.2 of TS 38.212 [15].


------------------------------ End of modified section ------------------------------
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