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	Reason for change:
	Endorced draft CRs from RAN4#90Bis

	
	

	Summary of change:
	Endorced draft CRs from RAN4#90Bis 
R4-1902829, Draft CR for 38.101-3 editoral correction for editorial correction for intra-band contiguous EN-DC uplink configuration when Rx requirements are measured, Huawei
R4-1903074	Draft CR to 38.101-3 rel. 15 to fix missing SUO note	Apple Inc.
R4-1903090	Pcmax for Rel-15 intra-band EN-DC within FR1 wrong references - fixes	InterDigital Communications
R4-1903150	Draft CR to TS 38.101-3_Spurious emission and Tx IM for inter-band CA between FR1 and FR2	ZTE Corporation
R4-1903302	Draft CR to TS 38.101-3 correction for the DC_3_n3 delta R IBNC table	CHTTL
R4-1903426	draft CR for 38.101-3: Reflect the agreed MSD for DC_5_n78	China Telecom
R4-1903515	Removal of reference sensitivity exception due to close proximity of bands for EN-DC in NR FR1 clause	Nokia
R4-1903958	Completion of defintions of EN-DC configured power	Ericsson
R4-1904639	Draft CR to 38.101-3 on DC_n41-41 – B40 coexistence, 	Qualcomm Incorporated
R4-1904934	Harmonization of reference sensitivity level for DC clause	Nokia
R4-1904935	Change description 4.2(e) in Applicability of minimum requirements for TS 38.101-3	vivo
R4-1904945	Draft CR to TS38.101-3_adding some exclusion frequencies for SEM and spurious emission for EN-DC	ZTE Corporation
R4-1904946	Draft CR to TS 38.101-3 on some minor corrections	ZTE Corporation
R4-1904951	Draft CR for 38.101-3 intra-band EN-DC AMPR	Huawei
R4-1904953	Draft CR for 38.101-3: NS_04 A-MPR power class relationship clarification	Sprint Corporation
R4-1904959	Draft CR on UE to UE coexistence for TS 38.101-3	Huawei
R4-1904988	Draft CR to 38.101-1. Clarify EN-DC category for requirements of carrier imbalance	Qualcomm Incorporated
R4-1904995	draft CR to 38.101-3 Configured output power for inter-band EN-DC including both FR1 and FR2	Intel Corporation
R4-1905085	Draft CR for TR 38.101-3 NE-DC RF requirement	Huawei
R4-1904925	Draft CR for improving EN-DC configuration tables in TS38.101-3	CATT
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