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[bookmark: _Toc535317095]<Unchanged sections are omitted>
[bookmark: _Toc5268531]6.2B.1.4	Inter-band EN-DC including FR2
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.2 and 6.2.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.1 and 6.2A.1 of [3] apply.
For inter-band EN-DC of LTE and NR in FR2, the UE shall meet each transmitter power requirement specified in clause 6.2.1 of TS 36.101 [4] and clause 6.2.1 TS 38.101-2 [3] independently.
[bookmark: _Toc5268532]6.2B.1.5	Inter-band EN-DC including both FR1 and FR2
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.2 and 6.2.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.1 of [2] and sub-clause 6.2.1 and 6.2A.1 of [3] apply.
For inter-band EN-DC of LTE and NR in both FR1 and FR2, the UE shall meet each transmitter power requirement for inter-band EN-DC of LTE and NR in FR1specified in clause 6.2B.1.3 of TS 38.101-3 and for NR in FR2 clause 6.2.1 of TS 38.101-2 [3] independently.
<Unchanged sections are omitted>
[bookmark: _Toc5268542]6.2B.2.4	Inter-band EN-DC including FR2
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.3 and 6.2.3A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.2 and 6.2A.2 of [3] apply.
For inter-band EN-DC between E-UTRA and FR1 NR, UE maximum output power reduction specified in TS 36.101 [4] and TS 38.101-2 [3] apply for E-UTRA and NR respectively.
[bookmark: _Toc5268543]6.2B.2.5	Inter-band EN-DC including both FR1 and FR2
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.3 and 6.2.3A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.2 of [2] and sub-clause 6.2.2 and 6.2A.2 of [3] apply.
For inter-band EN-DC between E-UTRA and FR1 NR and FR2 NR, UE maximum output power reduction specified in TS 36.101 [4], TS 38.101-1 [2], TS 38.101-2 [3] apply for E-UTRA and FR1 NR and FR2 NR respectively.
<Unchanged sections are omitted>
[bookmark: _Toc5268553]6.2B.3.4	Inter-band EN-DC including FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.4 and 6.2.4A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.3 and 6.2A.3 of [3] apply.
For inter-band EN-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [4] and TS 38.101-2 [3] apply for E-UTRA and NR respectively.
[bookmark: _Toc5268554]6.2B.3.5	Inter-band EN-DC including both FR1 and FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.2.4 and 6.2.4A of [4] and for NR single carrier and CA operation specified in sub-clause 6.2.3 of [2] and sub-clause 6.2.3 and 6.2A.3 of [3] apply.
For inter-band EN-DC between E-UTRA and FR1 NR and FR2 NR, UE additional maximum output power reduction specified in TS 36.101 [4], TS 38.101-1 [2], TS 38.101-2 [3] apply for E-UTRA and FR1 NR and FR2 NR respectively.
<Unchanged sections are omitted>
[bookmark: _Toc5268586]6.3B	Output power dynamics for DC
[bookmark: _Toc5268587]6.3B.0	General
The E-UTRA and NR switching time mask defines the observation period between E-UTRA subframe and NR slot/mini-slot boundary. Both E-UTRA subframe and NR slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA subframe or NR slot/mini-slot having OFF power transmission, the general time mask for E-UTRA or NR shall apply.
Foter Inter-band EN-DC, output power dynamics requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.3 of [4] and for NR single carrier and CA operation specified in sub-clause 6.3 of [2] and sub-clause 6.3 and 6.3A of [3] apply.

<Unchanged sections are omitted>
6.4B.1.3	Frequency error for inter-band EN-DC within FR1
For inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.1 in [4] and in clause 6.4.1 in [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in subclauses 6.5.1A in [4] apply for those component carriers, and if multiple component carriers are assigned to one NR band, the requirements in subclauses 6.4A.1 in [2] apply for those component carriers.
6.4B.1.4	Frequency error for inter-band EN-DC includingvolving FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.5.1 and 6.5.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.4.1 and 6.4A.1 of [3] apply.
For inter-band EN-DC including FR2 or both FR1 and FR2, frequency error for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [4], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
6.4B.1.5	Frequency error for inter-band EN-DC including both FR1 and FR2
Frequency error requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.5.1 and 6.5.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.4.1 of [2] and sub-clause 6.4.1 and 6.4A.1 of [3] apply.
<Unchanged sections are omitted>
6.4B.2.3	Transmit modulation quality for Inter-band EN-DC within FR1
For inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.2 in [4] and in clause 6.4.2 in [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in subclauses 6.5.2A in [4] apply for those component carriers, and if multiple component carriers are assigned to one NR band, the requirements in subclauses 6.4A.2 in [2] apply for those component carriers.
6.4B.2.4	Transmit modulation quality for Inter-band EN-DC includingvolving FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.5.2 and 6.5.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.4.2 and 6.4A.2 of [3] apply.
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [4], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 
6.4B.2.5	Transmit modulation quality for inter-band EN-DC including both FR1 and FR2
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.5.2 and 6.5.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.4.2 of [2] and sub-clause 6.4.2 and 6.4A.2 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc5268612]6.5B	Output RF spectrum emissions for DC
[bookmark: _Toc5268613]6.5B.1	Occupied bandwidth for EN-DC
6.5B.1.1	Intra-band contiguous EN-DC
For intra-band contiguous EN-DC the occupied bandwidth is a measure of the bandwidth containing 99% of the total integrated power of the transmitted spectrum.  The OBW shall be less than the aggregated channel bandwidth for EN-DC, denoted as ENBW in sub-clause 5.3B.
6.5B.1.2	Intra-band non-contiguous EN-DC
6.5B.1.3	Inter-band EN-DC within FR1
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.1 and 6.6.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.1 of [2] apply.
6.5B.1.4	Inter-band EN-DC including FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.1 and 6.6.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.1 and 6.5A.1 of [3] apply.
6.5B.1.5	Inter-band EN-DC including both FR1 and FR2
Occupied bandwidth requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.1 and 6.6.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.1 of [2] and sub-clause 6.5.1 and 6.5A.1 of [3] apply.
<Unchanged sections are omitted>
[bookmark: _Toc5268626]6.5B.2.4	Inter-band EN-DC including FR2
Unless otherewise stated, Out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.2 of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.2 and 6.5A.2 of [3] apply.the OOBE requirements specified in sub-clause 6.6.2 of [4] and sub-clause 6.5.2 of [3] apply for each component carrier.
[bookmark: _Toc5268627]6.5B.2.5	Inter-band EN-DC including both FR1 and FR2
Unless otherewise stated, Out-of-band emissions requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.2 of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.2 of [2] and sub-clause 6.5.2 and 6.5A.2 of [3] apply.the OOBE requirements specified in sub-clause 6.6.2 of [4], sub-clause 6.5.2 of [2] and 6.5.2 of [3] apply for each component carrier.
<Unchanged sections are omitted>
[bookmark: _Toc5268637]6.5B.3.4	Inter-band EN-DC including FR2
General spurious requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.3.1 and 6.6.3.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.3 and 6.5A.3 of [3] apply.
The general spurious emissions requirements specified in sub-clause 6.6.3.1 of [4], sub-clause 6.5.3.1 of [2] and [3] apply for each component carrier.
[bookmark: _Toc5268638]6.5B.3.4.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in table 5.2B.5.1-1, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements specified in TS 36.101 [4] are applied to the constituent E-UTRA bands for the EN-DC configuration.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.3.2 and 6.6.3.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.3.1 and 6.5A.3.1 of [3] apply.
Table 6.5B.3.4.1-1: Requirements
(Void)
[bookmark: _Toc5268639]6.5B.3.5	Inter-band EN-DC including both FR1 and FR2
The general spurious emissions requirements specified in sub-clause 6.6.3.1 of [4], sub-clause 6.5.3.1 of [2] and [3] apply for each component carrier.
[bookmark: _Toc5268640]General spurious requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.3.1 and 6.6.3.1A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.3.1 of [2] and sub-clause 6.5.3 and 6.5A.3 of [3] apply.
6.5B.3.5.1	Spurious emission band UE co-existence
This clause specifies the requirements for the specified EN-DC, for coexistence with protected bands. Unless otherwise stated, for inter-band EN-DC configurations defined in section 5.2B.6, no requirements for FR2 NR bands to protect E-UTRA and FR1 NR bands are applied to the constituent FR2 NR bands. Spurious emission band UE co-existence requirements for constituent E-UTRA and FR1 NR bands for the inter-band EN-DC are the same as those for the corresponding EN-DC configuration without the FR2 bands specified in 6.5B.3.2.2.
Spurious emission band UE co-existence requirement for E-UTRA single carrier and CA operation specified in sub-clauses 6.6.3.2 and 6.6.3.2A of [4] and for NR single carrier and CA operation specified in sub-clause 6.5.3.2 of [2] and sub-clause 6.5.3.1 and 6.5A.3.1 of [3] apply.
Table 6.5B.3.5.1-1: Requirements
(Void)
<Unchanged sections are omitted>
[bookmark: _Toc5268648]6.5B.5.4	Inter-band EN-DC including FR2
The Ttransmit intermodulation requirements specified in sub-clause 6.7.1 and 6.7.1A of [4] apply for each component carrier in E-UTRA bands.
[bookmark: _Toc5268649]6.5B.5.5	Inter-band EN-DC including both FR1 and FR2
The Ttransmit intermodulation requirement specified in sub-clauses 6.7.1 and 6.7.1A of [4] and sub-clauses 6.5.4 and 6.5A.4 of [2] apply for each component carrier in E-UTRA bands and NR bands, respectively.
<Unchanged sections are omitted>
