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1 Introduction
IN RAN4#90bis IAB was discussed for the 1st time. It was noted that many of the abbreviations and terms used based on existing IAB documentation were not clear.
The RAN4 chairman asked that a definitions list be started and discussed between meetings. This paper has the result of that procedure.
2 Definitions
The IAB is a RAN2 lead WI and has implications across all the working groups. AS such care must be taken as terms are not always consistent across the working groups. As such the list below will not necessarily be imported completely into the RAN4 documentation. However it is useful to help understanding particularly in the early stages of the work.

Where alternative definitions have been suggested options are listed for further discussion.

The RAN4 specific definitions can be reviewed and refined so that they are ready when we start to endorse formal documents.

2.1 Abbreviations

	Abbreviation
	Description
	Notes

	BH
	Backhaul
	from 38.874

	IAB
	Integrated Access and Backhaul 
	from 38.874

	DU
	Distributed Unit
	RAN2 logical entity in both IAB node and IAB donor (architecture 1a), talks to the UE and MT over the Uu interface. Can be mapped to either the same of different RF HW as MT.

	CU
	Central Unit
	RAN2 logical entity in the IAB donor only (architecture 1a) talks to DU and NGC via the NG interface

	MT
	IAB Mobile Terminal
	RAN2 logical entity in IAB node only (architecture 1a) talks to DU over the Uu interface. Can be mapped to either the same of different RF HW as DU.


2.2 Definitions

	Term
	Definition
	Notes

	IAB Donor
	RAN node which provides UE’s interface to core network and wireless backhauling functionality to IAB-nodes.
[Tentative definition to be agreed for 38.300-->gNB that provides network access to UEs via a network of backhaul and access links]
	Definition from 38.874
Contains DU and CU functions, start of the IAB chain, can only be a IAB parent? Can be standard BS?

	IAB node
	RAN node that supports wireless access to UEs and wirelessly backhauls the access traffic. 
[Tentative definition to be agreed for 38.300--->RAN node that supports NR access links to UEs and NR backhaul links to parent nodes and child nodes.]
	Definition from 38.874
Contains DU and MT functions, an IAB node can be both a parent and child depending on its place in the chain (for FDD the HW would be different due to the duplex frequency?)

	IAB parent
	1) An IAB node that uses RF resources like a BS , i.e. TX on DL, RX on UL
2) IAB-node-MT’s next hop neighbour node; the parent node can be IAB-node or IAB-donor-DU
	

	IAB child
	1) An IAB node that uses RF resources like a UE , i.e. RX on DL, TX on UL
2) IAB-node-DU’s next hop neighbour node; the child node is also an IAB-node
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