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----- << Start of Change >> -----
9.5.4
L1-RSRP measurement requirements

<Unchanged sections are omitted>
9.5.5
Measurement restriction for CSI-RS and SSB for L1-RSRP measurement

The UE is required to be capable of measuring SSB and CSI-RS for L1-RSRP without measurement gaps. The UE is required to perform the SSB and CSI-RS measurements as described in the following clauses.
9.5.5.1
SSB based L1-RSRP measurements restrictions
For FR1, when the SSB for L1-RSRP and CSI-RS are in the same OFDM symbol, a UE is not required to receive CSI-RS in the PRBs that overlaps with an SSB.

For FR1, when the SSB for L1-RSRP measurement and CSI-RS for RLM/BFD/CBD/L1-RSRP are in the same OFDM symbol within in the active BWP,
· if the SCS of the SSB for L1-RSRP and CSI-RS for RLM/BFD/CBD/L1-RSRP are different and UE does not support simultaneousRxDataSSB-DiffNumerology, longer measurement period would be expected and no requirements are defined.

· Otherwise, the UE is required to meet the existing requirements in Table 9.5.4.1-1.

For FR2, when SSB for L1-RSRP and CSI-RS for RLM/BFD/CBD/L1-RSRP are in the same OFDM symbol within active BWP, longer measurement period would be expected and no requirements are defined.
9.5.5.2
CSI-RS based L1-RSRP measurement 
For FR1, when the CSI-RS for L1-RSRP and SSB are in the same OFDM symbol, a UE is not required to receive CSI-RS in the PRBs that overlaps with an SSB.

For FR1, when the CSI-RS for L1-RSRP measurement and SSB for RLM/BFD/CBD/L1-RSRP are in the same OFDM symbol within in the active BWP,

· if the SCS of the CSI-RS for L1-RSRP and SSB for RLM/BFD/CBD/L1-RSRP are different and UE does not support simultaneousRxDataSSB-DiffNumerology, longer measurement period would be expected and no requirements are defined.

· Otherwise, the UE is required to meet the existing requirements in Table 9.5.4.2-1.





For FR1, if CSI-RS and SSB are TDM’ed, the UE shall be able to perform CSI-RS measurement with restrictions: the UE is not expected to measure CSI-RS on symbols on 1 data symbol before each consecutive SSB symbols and 1 data symbol after each consecutive SSB symbols within the SMTC window duration.
For FR2, when CSI-RS for L1-RSRP and SSB/CSI-RS for RLM/BFD/CBD/L1-RSRP are in the same OFDM symbol within active BWP, longer measurement period would be expected and no requirements are defined if
· the SSB is configured for RLM/BFD/CBD/L1-RSRP, or
· CSI-RS for RLM/BFD/CBD/L1-RSRP is CSI-RS resource in a resource set configured with repetition ON, or
· the CSI-RS for L1-RSRP and SSB/CSI-RS for RLM/BFD/CBD/L1-RSRP are not QCL-TypeD or the QCL information is not known to the UE, or

· the SCS of the CSI-RS for L1-RSRP and SSB for RLM/BFD/CBD/L1-RSRP is different and UE does not support simultaneousRxDataSSB-DiffNumerology.
----- << End of Change >> -----
