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1 Introduction
TP for CA_1A-3A-42D with UL CA for TR36.716-03-01 is provided in this paper. Co-existence studies and MSD analysis is omitted since it is covered by that of CA_1A-3A-42A(42C) with UL CA, which has been specified TS 36.101.
2 Text proposal
< Start of Text Proposal>

6.x
LTE-A inter-band CA: Band 1 and Band 3 and Band 42 with 2 bands UL
6.x.1
List of specific combination issues
6.x.1.1
Channel bandwidths per operating band for CA
Table 6.x.1.1-1: CA configurations under study

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-42D
	CA_1A-3A
CA_1A-42A
CA_3A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	100
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	42
	See CA_42D Bandwidth Combination Set 0 in Table 5.6A.1-1 in TS 36.101
	
	


6.x.1.2
Co-existence studies
 Co-existence studies for UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42D are covered by UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42A(42C), which has been specified in 36.101.
6.x.1.3
MSD

MSD for UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42D are covered by UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42A(42C), which has been specified in 36.101.
6.x.1.4
∆TIB and ∆RIB values

∆TIB and ∆RIB values for UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42D are covered by UL CA_1A-3A, 1A-42A, and 3A-42A and DL CA_1A-3A-42A(42C), which has been specified in 36.101.
< End of Text Proposal>
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