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1. Introduction
The EN DC 1A_n5A has been completed in Release-16 basket WI in RAN4 meetings (R4-1904439 RAN4#90-bis). The contribution is to provide MSD correction TP for TR37.716-11-11 for the combination.
2. Discussion


TP for TR37.716-11-11

<Unchanged sections omitted>
6.1.42	DC_1_n5
<Unchanged sections omitted>

6.1.42.7	MSD
Based on frequency analysis, IMD4 may fall in own RX band, B1. However, considering FDD band UL/DL frequency paring, when IMD4 falls in own RX band, it does not fall in receiving ARFCN. Thus no MSD is needed.Based on the co-existence studies DC_1_n5 MSD is required. MSD values is reused from LTE CA_1A-8A.

Table 6.1.42.7-1: Reference sensitivity exceptions for PCell due to dual uplink operation for EN-DC in NR FR1 (two bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC
Configuration
	EUTRA or NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	CA_1A-n5A
	1
	1965
	5
	25
	2155
	6
	FDD
	IMD4

	
	n5
	836.5
	5
	25
	876.5
	N/A
	
	N/A





<Unchanged sections omitted>
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