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1. Introduction

The latest basket WI for Rel.16 LTE CA for 2 bands DL with 2 bands UL including the support of DL CA_1-7-7  with UL CA_1-7 BCS1 was approved during RAN#83[1]. In this text proposal, we provide the information needed for the TS spec.
2. References

[1]
RP-190377
“WID revision: LTE Advanced inter-band CA Rel-16 for 2DL/2UL rapporteur: Huawei”, Huawei, HiSilicon, RAN#83
3. Text proposal to 36.716-02-02
5.x
CA_1A-7A-7A BCS1
5.x.1
Channel bandwidths per operating band

Table 5.x.1-1: E-UTRA CA configurations and bandwidth combination sets
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-7A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7A-7A Bandwidth Combination Set 1 in Table 5.6A.1-3
	
	


5.x.2
UE co-existence studies

Coexistence studies are covered by CA_1A-7A-7A BCS0. 

5.x.3  ∆TIB and ∆RIB values 

 ∆TIB,c and ∆RIB,c values are covered by CA_1A-7A-7A BCS0. 
5.x.4

REFSENS requirements

No additional REFSENS exceptions are expected for this CA combination.
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