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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

This clause shall start on a new page.

The present document is a technical report for the work item of R16 LTE-M [2]. The scope of the TR is as follows:

· For LTE-MTC in-band operation co-existence with NR, RAN4 will investigate the following:

· 15 kHz, 30 kHz, and 60 kHz numerologies for NR FR1 bands, with higher priority given first to 15 kHz and then to 30 kHz

· Study feasible LTE-MTC placement allocation without RF backward compatibility impact and compatible with Rel-13 LTE-MTC and Rel-15 NR, to operate simultaneously within various NR channel bandwidths

· Channel raster, PRB and subcarrier grid alignment between LTE-MTC and NR

· Synchronization issue between LTE-MTC and NR, including timing advance

· Frequency band support in LTE-MTC and NR

· Testability applicability

· Compatibility for Rel-15 NR and Rel-13/14/15 LTE-MTC

· 
The case of NR configured with 15 kHz SS block SCS and the case of 30 kHz SS block SCS as specified in 38.101-1 are included in the study.
· The Rel-16 LTE-MTC and NR coexisting feature 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
RP-190770, “Revised WID for Additional MTC enhancements for LTE” 

It is preferred that the reference to 21.905 be the first in the list.

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Background
<Text to be added>
5
Frequency band support for coexistence
<Text to be added>
6
Channel raster, PRB and subcarrier grid alignment
<Text to be added>
7
Simultaneously operation with LTE-MTC and NR
<Text to be added>
8
Synchronization issue between LTE-MTC and NR
<Text to be added>
9
Testability applicability
<Text to be added>
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