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1 Introduction
This contribution provides TP for MSD of CA_1A-1A-3C-28A due to IMD4 and IMD5. 
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<Start of TP>
6.19.1.3 MSD
When uplink CA_3A_28A is paired with downlink CA_1A-1A-3C-28A, the 4th order IMD products by band 28 and band 3 falls into the own Rx frequency band 1. 
When uplink CA_1A_28A is paired with downlink CA_1A-1A-3C-28A, the 5th order IMD products by band 1 and band 28 falls into the own Rx frequency band 3. 
For UL CA_1A-3A paired with downlink CA_1A-1A-3C-28A, there is no IMD products falls into the own Rx band.
MSD values for the CA configuration CA_1A-1A-3C-28A due to IMD issue can reuse those defined for CA_1A-3A-28A in TS 36.101. 
Table 6.19.1.3: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations from Table 7.3.1A-0g
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	EUTRA CA
	EUTRA CA
	EUTRA band
	UL Fc
	UL BW
	UL
	DL Fc
	DL BW
	MSD
	Duplex mode
	

	DL Configuration
	UL Configuration
	
	(MHz)
	(MHz)
	CLRB
	(MHz)
	(MHz)
	(dB)
	
	

	CA_1A-1A-3A-28A
	CA_1A-28A
	1
	1975
	5
	25
	2165
	5
	N/A
	FDD
	N/A

	
	
	28
	710.5
	5
	25
	765.5
	5
	N/A
	
	N/A

	
	
	3
	1723.5
	5
	25
	1818.5
	5
	4.0
	
	IMD5

	
	CA_3A-28A
	3
	1780
	5
	25
	1875
	5
	N/A
	FDD
	N/A

	
	
	28
	710.5
	5
	25
	765.5
	5
	N/A
	
	N/A

	
	
	1
	1949
	5
	25
	2139
	5
	11.0
	
	IMD4


<End of TP>
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