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7.3A.6		Reference sensitivity exceptions due to cross band isolation for CA
For unsynchronized operation, Rx de-sensing in one band will be caused by another band due to lack of isolation in the band filters. Reference sensitivity exceptions for cross band are specified in Table 7.3A.6-1 with uplink configuration specified in Table 7.3A.6-2.
Table 7.3A.6-1: MSD for the CA configuration for asynchronous operation and cross band isolation for CA
	NR Band / Channel bandwidth of the affected DL band

	NR CA Configuration
	UL band
	DL band
	5
MHz (dB)
	10
MHz (dB)
	15
MHz (dB)
	20
MHz (dB)
	25
MHz (dB)
	30 MHz (dB)
	40 MHz (dB)
	50 MHz (dB)
	60 MHz (dB)
	80 MHz (dB)
	90 MHz (dB)
	100 MHz (dB)

	CA_n3A-n41A
	n3
	n41
	
	[4.3]
	[4.0]
	[3.9]
	
	
	[3.5]
	[3.3]
	[3.2]
	[3.1]
	[3.0]
	[3.0]

	
	n41
	n3
	0.6[3.0]
	0.6[3.0]
	0.6[3.0]
	0.6[3.0]
	0.6[3.1]
	0.6[3.0]
	
	
	
	
	
	

	CA_n25A-n41A
	n41
	n25
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	n78
	n411
	
	4.5
	4.5
	4.5
	
	
	4.5
	4.5
	
	
	
	

	NOTE 1:	 Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The Band n41 requirements are modified by -0.5dB when carrier frequency of the assigned NR channel bandwidth is within 2515-2690 MHz.



Table 7.3A.6.2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for CA
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n3
	n41
	15
	
	50
	502
	502
	
	
	502
	502
	502
	502
	502
	502

	n41
	n3
	1530kHz
	16025
	16050
	16075
	160100
	160128
	160
	
	
	
	
	
	

	n41
	n25
	15
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n78
	n41
	30
	
	270
	270
	270
	
	
	270
	270
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.
NOTE 2:	1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in Table 5.3.2-1.




