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Start of Change
[bookmark: _Toc5272182]
[bookmark: _Toc5272218]10.2	Reporting of Channel Quality Indicator (CQI)Void
[bookmark: _Toc5272219]10.2A	Reporting of Channel Quality Indicator (CQI) for CA
(Void)

[bookmark: _Toc5272220]10.2B	Reporting of Channel Quality Indicator (CQI) for DC
[bookmark: _Toc5272221]10.2B.1	EN-DC
<Editor’s note: FFS which test cases from SA will be applied for EN-DC >
[bookmark: _Toc5272222]10.2B.1.1	EN-DC within FR1
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR CQI requirements and test configurations defined in Subclause 6.2 apply to NR cell(s).
Unless otherwise stated, only NR requirements on NR cell(s) shall be verified during test.
The test setup for LTE Pcell is specified in Section 9.1.2. The NR CQI reporting requirements are specified in Section 6.2. During the test, only the performance based on NR requirements on the NR cell(s) shall be verified.
[bookmark: _Toc5272223]10.2B.1.2	EN-DC including FR2 NR carrier
The test setup for LTE Pcell is specified in Section 9.1.2. The NR CQI reporting requirements are specified in Section 8.2. During the test, only the performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR CQI requirements and test configurations defined in Subclause 8.2 apply to NR cell(s).
Unless otherwise stated, only NR requirements on NR cell(s) shall be verified during test.
[bookmark: _Toc5272224]10.2B.1.3	EN-DC including FR1 and FR2 NR carriers
(Void)

[bookmark: _Toc535443165]10.2B.2	NR DC between FR1 and FR2
(Void)
[bookmark: _Toc5272225]10.3	Reporting of Precoding Matrix Indicator (PMI)Void
[bookmark: _Toc5272226]10.3A	Reporting of Precoding Matrix Indicator (PMI) for CA
(Void)

[bookmark: _Toc5272227]10.3B	Reporting of Precoding Matrix Indicator (PMI) for DC
[bookmark: _Toc5272228]10.3B.1	EN-DC
<Editor’s note: FFS which test cases from SA will be applied for EN-DC >
[bookmark: _Toc5272229]10.3B.1.1	EN-DC within FR1
The test setup for LTE Pcell is specified in Section 9.1.2. The NR PMI reporting requirements are specified in Section 6.3. During the test, only the performance based on NR requirements on the NR cell(s) shall be verified.
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR PMI requirements and test configurations defined in Subclause 6.3 apply to NR cell(s).
Unless otherwise stated, only NR requirements on NR carrier(s) shall be verified during test.
[bookmark: _Toc5272230]10.3B.1.2	EN-DC including NR FR2 carrier
The test setup for LTE Pcell is specified in Section 9.1.2. The NR PMI reporting requirements are specified in Section 8.3. During the test, only the performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR PMI requirements and test configurations defined in Subclause 8.3 apply to NR cell(s).
Unless otherwise stated, only NR requirements on NR cell(s) shall be verified during test.
[bookmark: _Toc5272231]10.3B.1.3	EN-DC including FR1 and FR2 NR carriers
(Void)

10.3B.2	NR DC between FR1 and FR2
(Void)
[bookmark: _Toc5272232]10.4	Reporting of Rank Indicator (RI)Void
[bookmark: _Toc5272233]10.4A	Reporting of Rank Indicator (RI) for CA
(Void)
[bookmark: _Toc5272234]10.4B	Reporting of Rank Indicator (RI) for DC
[bookmark: _Toc5272235]10.4B.1	EN-DC
<Editor’s note: FFS which test cases from SA will be applied for EN-DC >
[bookmark: _Toc5272236]10.4B.1.1	EN-DC within FR1
The test setup for LTE Pcell is specified in Section 9.1.2. The NR RI reporting requirements are specified in Section 6.4. During the test, only the performance based on NR requirements on the NR cell(s) shall be verified.
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR RI requirements and test configurations defined in Subclause  6.4 apply to NR cell(s).
Unless otherwise stated, only NR requirements on NR cell(s) shall be verified during test.
[bookmark: _Toc5272237]10.4B.1.2	EN-DC including NR FR2 carrier
The test setup for LTE Pcell is specified in Section 9.1.2. The NR RI reporting requirements are specified in Section 8.4. During the test, only the performance based on NR requirements on the NR cell(s) on FR2 carriers shall be verified.
Unless otherwise stated, the configuration of LTE Pcell specified in [X] applies to LTE carrier.
Unless otherwise stated, NR RI requirements and test configurations defined in Subclause 8.4 apply to NR cell(s) for EN-DC operation with NR carrier(s) in FR2.
Unless otherwise stated, only NR requirements on NR cell(s) shall be verified during test.
[bookmark: _Toc5272238]10.4B.1.3	EN-DC including FR1 and FR2 NR carriers
(Void)

10.4B.2	NR DC between FR1 and FR2
(Void)
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