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1 Introduction
The summary and recommendations from each of the simulated scenarios was discussed in [1]. This is a text proposal to the TR to capture the summary and recommendations.
2 References

[1]
R4-1905909 [CLI] Discuss summary and recommendation of the CLI adjacent channel study
Huawei

3 Text Proposal
---Start of changes---
6
Summary and recommendations
6.1
FR1 
Outdoor macro aggressor

It is not recommended therefore that a Macro network uses unsynchronised TDD without expecting additional throughput degradation in adjacent networks.

Indoor aggressor

It may be possible to use unsynchronised standalone TDD on an indoor network if it is sufficiently isolated form the outdoor (at a level at least equal to that assumed in the simulation). If there is a 2nd indoor network then it would need to be understood that there will be throughput degradation under some circumstances.

6.2
FR2 

Outdoor macro aggressor

The degradation to adjacent macro network was less than 1% fi this is verified then it could be considered that unsynchronised TDD could be used for FR2 macro networks

Outdoor micro aggressor

It is not recommended that unsynchronised TDD be used in this scenario.

Indoor aggressor

A standalone indoor network can therefore use unsynchronised TDD without any detrimental effect on an adjacent outdoor network.

For adjacent indoor networks the level of degradation however is quite high (>5%) so adjacent indoor networks cannot use unsynchronised TDD unless it is accepted that throughput degradation will occur
---End of changes---
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