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<Start of Change 1>
[bookmark: _Toc5952625]8.1	Radio Link Monitoring
8.1.1	Introduction
The requirements in section 8.1 apply for radio link monitoring on any of:
-	PCell in SA NR, NR-DC and NE-DC operation mode,
-	PSCell in NR-DC and EN-DC operation mode.
The UE shall monitor the downlink link quality based on the reference signal in the configured RLM-RS resource(s) in order to detect the downlink radio link quality of the PCell and PSCell as specified in [3]. The configured RLM-RS resources can be all SSBs, or all CSI-RSs, or a mix of SSBs and CSI-RSs. UE is not required to perform RLM outside the active DL BWP. UE is not required to meet the requirements in section 8.1.2 and 8.1.3 if both RLM-RS resource(s) and TCI state of PDCCH are not configured.


<End of Change 1>

<Start of Change 2>

8.1.3	Requirements for CSI-RS based radio link monitoring
8.1.3.1	Introduction
The requirements in this section apply for each CSI-RS based RLM-RS resource configured for PCell or PSCell, provided that the CSI-RS configured for RLM are actually transmitted within UE active DL BWP during the entire evaluation period specified in section 8.1.3.2. UE is not expected to perform radio link monitoring measurements on the CSI-RS configured as RLM-RS if the CSI-RS is not QCL-ed, with QCL-TypeD when applicable, with the RS in the active TCI state of any CORESET configured in the UE active BWP.
Editor’s Note: FFS if the configured TCI state or the active TCI state of the CORESET should be considered.

<End of Change 2>


