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1. Overall Description
RAN4 would like to thank RAN1 for the LS on UL wideband carrier operation for NR-U [1]. RAN4 has during the RAN4#91 meeting discussed the topic and will reply in a similar manner as for DL send in a previous LS [2]. 
· For Alt 2 UL transmission is feasible at least when LBT is successful in a subset of the LBT sub-bands which are contiguous (mode 2) and PRBs within the guardband of two contiguous LBT sub-bands are not scheduled by gNB.
· FFS filter adaptation time if PRBs within the guardband of two contiguous LBT sub-bands are scheduled by gNB.
· is feasible at least for WiFi-like requirements for in-carrier leakage (e.g. 20dbr).

· FFS what regional regulatory requirements apply in LBT sub-bands where LBT fails. 

· RAN4 will investigate the feasibility whether regional regulatory requirements are met or not for in-carrier leakage.
· FFS if UL transmission is when LBT is successful in a subset of the LBT sub-bands which are non-contiguous (mode 3).
2. Actions
To RAN1 group:
Action: RAN4 respectfully asks RAN1 to take the above into consideration in its further work. 
3. Date of Next TSG-RAN WG4 Meetings:

RAN4 Meeting #92
26 – 30 August 2019

Ljubljana, Slovenia
RAN4 Meeting #92bis
14 – 18 October 2019

TBD
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