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[bookmark: _Toc526258126]8.5.3	Performance requirements for NPRACH
[no change until subclause 8.5.3.5]
[bookmark: _Toc5294957]8.5.3.5	Test Requirement
Pfa shall not exceed 0.1% and Pmd shall not exceed 1% for the SNRs in Table 8.5.3.5-1.
Table 8.5.3.5-1: NPRACH missed detection test requirements for FDD
	Number of TX antennas
	Number of RX antennas
	Repetition number
	Propagation conditions and
correlation matrix (Annex B)
	Frequency offset
	SNR[dB]

	
	
	
	
	
	Preamble format 0
	Preamble format 1
	Preamble format 2

	1
	2
	8
	AWGN
	0
	-1.8
	-1.8
	[-3.6]

	
	
	
	EPA1 Low
	200 Hz
	6.7
	6.7
	[7.0]

	
	
	32
	AWGN
	0
	-6.5
	-6.5
	[-7.9]

	
	
	
	EPA1 Low
	200 Hz
	1.1
	1.1
	[0.3]



Table 8.5.3.5-2: NPRACH missed detection requirements for TDD
	Number of TX antennas
	Number of RX antennas
	Repetition number
	Propagation conditions and correlation matrix (Annex B)
	Frequency offset
	SNR[dB]

	
	
	
	
	
	Preamble format 0
	Preamble format 1
	Preamble format 0-a
	Preamble format 1-a

	1
	2
	8
	AWGN
	0
	6.0[-17.5]
	3.1[-20.1]
	4.8[-19.0]
	1.8[-22.7]

	
	
	
	EPA1 Low
	200 Hz
	15.2[-8.0]
	10.8[-10.5]
	13.5[-8.9]
	9.8[-12.7]

	
	
	32
	AWGN
	0
	1.5[-19.9]
	-1.5[-22.5]
	0.0[-19.8]
	-3.0[-22.7]

	
	
	
	EPA1 Low
	200 Hz
	9.9[-13.0]
	4.4[-16.9]
	8.5[-12.7]
	3.3[-17.1]


[bookmark: _GoBack]
NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex G.
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