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1. Introduction
This contribution is a text proposal for TR 38.716-02-00 to include CA_n1-n28 as defined in WID [1].
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc527641601]6.x	n1-n28
[bookmark: _Toc527641602]6.x.1	Common for 1 band UL and 2 bands UL CA
[bookmark: _Toc527641603]6.x.1.1		Operating bands for CA
Table 6.x.1.1-1: CA band combination of band n1 and n28
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	TDD

	n28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	



[bookmark: _Toc527641604]6.x.1.2		Channel bandwidths per operating band for CA
Table 6.x.1.2-1: Supported bandwidths per CA band combination of band n1 and n28
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	Bandwidth combination set

	CA_n1A-n28A
	CA_n1A-n28A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	



[bookmark: _Toc527641605]6.x.1.3		UE co-existence studies
Table 6.x.1.3-1 lists up to 7th harmonics for n1A-n28A.
Table 6.x.1.3-1: Impact of UL/DL Harmonic 
	
	
	2nd  Harmonic
	3rd  Harmonic
	4th Harmonic
	5th Harmonic
	6th Harmonic
	7th Harmonic

	Band
	UL  Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n1
	1920
	1980
	3840
	3960
	5760
	5940
	7680
	7920
	9600
	9900
	11520
	11880
	13440
	13860

	n28
	703
	748
	1406
	1496
	2109
	2244
	2812
	2992
	3515
	3740
	4218
	4488
	4921
	5236



[bookmark: _Toc527641606]6.x.1.4		∆TIB and ∆RIB values
[bookmark: _Toc527641607]For CA_n1-n28, the TIB,c and RIB,c values are derived from LTE combination CA_1-28 and are given in the tables below.
Table 6.x.1.4-1: ΔTIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	n1-n28
	n1
	0.3

	
	n28
	0.6



Table 6.x.1.4-2: ΔRIB,c
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	ΔRIB,c [dB]

	n1-n28
	n1
	0

	
	n28
	0.2



6.x.1.5 		REFSENS requirements
As can be seen in the co-existence studies in 6.x.1.3 there is 2nd harmonic issued with 3rd harmonics of n28 UL affecting n1 DL. MSD is defined as below.
[bookmark: _Hlk7175921]Table 7.3A.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n28
	n16,7,8
	10.2
	7.6
	6.2
	5.3
	
	
	
	
	
	
	
	

	NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a high band.

NOTE 7:	The requirements should be verified for UL EARFCN of a low band (superscript LB) such that in MHz and  with the carrier frequency of a high band in MHz and  the channel bandwidth configured in the low band.
NOTE 8:	Applicable for the operations with 2 or 4 antenna ports supported in the band with carrier aggregation configured.



Table 7.3A.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1 
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n28
	n1
	8
	16
	25
	25
	
	
	
	
	
	
	
	



6.x.2	Specific for 2 bands UL CA
6.x.2.1		UE co-existence studies
Table 6.x.2.1-1 lists Band n1 + Band n28 2UL bands CA  2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.x.2.1-1: Band n1 and Band n28 UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	1920
	1980

	2nd harmonics frequency limits
	2* fy_low
	2* fy_high
	2*fx_low
	2*fx_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	3840
	3960

	3rd harmonics frequency limits
	3* fy_low
	3* fy_high
	3*fx_low
	3*fx_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	5760
	5940

	4th harmonics frequency limits
	4* fy_low
	4* fy_high
	4*fx_low
	4*fx_high

	4th harmonics frequency limits (MHz)
	2812
	2992
	7680
	7920

	5th harmonics frequency limits
	5* fy_low
	5* fy_high
	5*fx_low
	5*fx_high

	5th harmonics frequency limits (MHz)
	3515
	3740
	9600
	9900

	6th harmonics frequency limits
	6* fy_low
	6* fy_high
	6*fx_low
	6*fx_high

	6th harmonics frequency limits (MHz)
	4218
	4488
	11520
	11880

	7th harmonics frequency limits
	7* fy_low
	7* fy_high
	7*fx_low
	7*fx_high

	7th harmonics frequency limits (MHz)
	4921
	5236
	13440
	13860

	2nd order IMD products
	|fy_high – fx_low|
	|fy_low – fx_high|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1277
	1172
	2623
	2728

	3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	574
	424
	3092
	3257

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	3326
	3476
	4543
	4708

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	2554
	2344
	5246
	5456

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	129
	324
	5012
	5237

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4029
	4224
	6463
	6688

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	7217
	6932
	1072
	832

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	8383
	8668
	4732
	4972

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	4534
	4264
	1596
	1851

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	7166
	7436
	5949
	6204



Based on Table 6.x.2.1-1 there are no harmonic or IMD issues affecting own Rx frequencies of either band n1 or n28.
Table 6.x.2.1-2 lists the protected bands required for the 2UL bands CA configuration.
Table 6.x.2.1-2: Protected bands for the 2UL bands CA configuration
	UL NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n1-n28
	E-UTRA Band 18, 19, 27, 31, 32, 72
NR band n5, n7, n8, n20, n26, n38, n40, n41, n50, n51, n74
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band42, 43
NR band n78, n75, n76
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	NR band n3, n34
	FDL_low 
	- 
	FDL_high
	-50
	1
	4

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	12, 14

	
	E-UTRA Band 65
NR band n1
	FDL_low
	-
	FDL_high
	-50
	1
	12, 13

	
	Frequency range
	470
	-
	694
	-42
	8
	4, 18

	
	Frequency range
	470
	-
	710
	-26.2
	6
	14

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	1880
	-
	1895
	-40
	1
	4, 17

	
	Frequency range
	1895
	-
	1915
	-15.5
	5
	4, 7, 17

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	4, 7, 17

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	12, 16

	NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 and Table 6.5A.3.1-1 from the edge of the channel bandwidth.
NOTE 7:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



NOTE 11:	This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 12:	Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 13:	As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW). 
NOTE 14:	As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 15:	This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.
NOTE 16:	Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.
NOTE 17:	This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 18:	This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies. 



6.x.2.2		REFSENS requirements
According to the co-existence analysis in 6.x.2.1 there is no need for additional REFSENS requirements for the 2DL/2UL configuration of CA_n1A-n28A.
---End of changes---
Reference
[bookmark: _Hlk535913204][1] 		RP-190494, “Revised WID on Rel-16 NR Inter-band Carrier Aggregation/Dual Connectivity for 2 bands DL with x bands UL (x=1,2)”, ZTE Corporation
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NR   Band  Uplink (UL) band  Downlink (DL) band  Duplex   mode  

BS receive / UE transmit  BS transmit / UE receive  

F UL_low   –   F UL_high  F DL_low   –   F DL_high  

n 1  1920   MHz  –  1 980   MHz  2110   MHz  –  217 0   MHz  TDD  

n 2 8  703   MHz  –  748   MHz  758   MHz  –  803   MHz  

  6.x .1. 2     Channel bandwidths per operating band for  CA   Table  6.x . 1 . 2 - 1: Supported  b andwidths per  CA   band combination of  band  n 1   and  n 2 8  

NR CA configuration Uplink CA  configura tion  NR  Band  SCS   (kHz)  5   MHz  10   MHz  15   MHz  20   MHz  25  MHz  30  MHz  40   MHz  50   MHz  60   MHz  80   MHz  90   MHz  100   MHz  Bandw idth  combi nation  set  

CA_n1A-n28A CA_n1A - n28A  n 1  15  Yes  Yes  Yes  Yes          0  

30   Yes  Yes  Yes          

60   Yes  Yes  Yes          

n28  15  Yes  Yes  Yes  Yes          

30   Yes  Yes  Yes          

60              

  6.x .1.3     UE co - existence studies   Table  6.x . 1.3 - 1  list s  up to  7 th   harmonics for  n 1 A - n28A .   Table  6.x . 1.3 - 1: Impact of UL/DL Harmonic   

