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1 Introduction
BS RF requirements for n259 was initially discussed in last RAN4 meeting [1]. This contribution provides a brief summary of required changes for TS 38.104.
2 Discussion

Based on current BS specification, at least the following requirements needed to be considered for introduction of Band n259.
Table 1: Required changes in TS 38.104 for n259
	Section
	Requirement
	Required changes in TS 38.104 

	5.2
	Operating bands
	Operating band of n259 shall be added in to Table Table 5.2-2.

	5.3.5
	BS channel bandwidth per operating band
	Channel bandwidths and corresponding SCS for n259 shall be added in Table 5.3.5-2.

	5.4.2.3

	Channel raster entries for each operating band
	Applicable NR-ARFCN for n259 shall be added into Table 5.4.2.3-2 once the lower frequency limit for n259 is determined.

	5.4.3.3

	Synchronization raster entries for each operating band
	Applicable SS raster entries for n259 shall be added into Table 5.4.3.3-2 once the lower frequency limit for n259 is determined.


It is noted that for the conformance test specification, i.e. TS 38.141-2, so far there are no specific NR bands information is captured. However, with the study moving forward, it is not excluded that other requirements are identified and may have the specification impact. 
3 Conclusion

This contribution provides a summary of the required changes for TS 38.104 for introduction of Band n259. 
Proposal: It is proposed to agree the summary Table for BS requirements in section 2 and capture it in the Technical Report. 
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