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UNCHANGED SECTIONS OMITTED

FIRST MODIFICATION

8.2.2	SA: Interruptions with Standalone NR Carrier Aggregation
8.2.2.1	Introduction
This section contains the requirements related to the interruptions on PCell and activated SCell if configured, when up to 7 SCells are configured, deconfigured, activated or deactivated.
Note:	interruptions at SCell addition/release, activation/deactivation and during measurements on SCC may not be required by all UEs.
Editor’s Note:	The interruptions shall not interrupt RRC signalling or ACK/NACKs related to RRC reconfiguration procedure [2] for SCell addition/release or MAC control signalling [17] for SCell activation/deactivation command. How to specify this is FFS.
This section also contains the requirements related to the interruptions on other active serving cells in the same frequency range wherein the UE is performing BWP switching.
This section additionally contains requirements related to interruptions at inter-frequency SFTD between PCell in FR1 and neighbour cell in FR2.
For a UE which does not support per-FR measurement gaps, interruptions to the PCell and activated SCell may be caused by SCells on any frequency range. For UE which support per-FR gaps, interruptions to PCell and activated SCell may be caused by SCells on the same frequency range as the victim cell.
END OF FIRST MODIFICATION

UNCHANGED SECTIONS OMITTED

SECOND MODIFICATION
8.2.2.2.6	Interruptions at inter-frequency SFTD measurement
The requirements in this clause concern interruptions on PCell in FR1, as well as on activated SCells in MCG, when the UE is performing SFTD measurements on inter-frequency neighbour cell(s) in FR1 or FR2. The following requirements apply when no PSCell is configured.
For a UE with per-FR gap capability:
· for neighbour cell in FR1:
· the percentage of interrupted slots on uplink and downlink during the SFTD measurement period Tmeasure_SFTD1 specified in Clause 9.3.8 shall not exceed the percentages specified in Table 8.2.2.2.6-1.
· the length of each interruption shall not exceed the number of slots specified in Table 8.2.2.2.6-2.
· for neighbour cell in FR2:
· no interruptions are allowed during the SFTD measurement period Tmeasure_SFTD1 specified in Clause 9.3.8.
For a UE with per-UE gap capability:
· for neighbour cell in FR1:
· the percentage of interrupted slots on uplink and downlink during the SFTD measurement period Tmeasure_SFTD1 specified in Clause 9.3.8 shall not exceed the percentages specified in Table 8.2.2.2.6-1. 
· the length of each interruption shall not exceed the number of slots specified in Table 8.2.2.2.6-2.
· for neighbour cell in FR2:
· the percentage of interrupted slots on uplink and downlink during the SFTD measurement period Tmeasure_SFTD1 specified in Clause 9.3.8 shall not exceed the percentages specified in Table 8.2.2.2.6-3. 
· the length of each interruption shall not exceed the number of slots specified in Table 8.2.2.2.6-4.

Table 8.2.2.2.6-1: Requirements on maximum percentage of interrupted slots in FR1 serving cell in inter-frequency SFTD with neighbour cell in FR1
	SFTD configuration
	Serving cell µ
	Neighbour cell SMTC periodicity

	
	
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	With RSRP report
	0
	[8.4%]
	[11.6%]
	[6.8%]
	[4.7%]
	[3.7%]
	[3.2%]

	
	1
	
	
	
	
	
	

	
	2
	
	
	
	
	
	

	Without RSRP report
	0
	[11.4%]
	[8.6%]
	[5.7%]
	[4.6%]
	[4.1%]
	[3.8%]

	
	1
	
	
	
	
	
	

	
	2
	
	
	
	
	
	



Table 8.2.2.2.6-2: Interruption duration for FR1 serving cell in inter-frequency SFTD with neighbour cell in FR1
	[image: ]
	NR Slot length (ms)
	Interruption length (slots)


	0
	1
	[1]

	1
	0.5
	[2]

	2
	0.25
	[4]



Table 8.2.2.2.6-3: Requirements on maximum percentage of interrupted slots in FR1 serving cell in inter-frequency SFTD with neighbour cell in FR2
	SFTD configuration
	Serving cell µ
	Neighbour cell SMTC periodicity

	
	
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	With RSRP report
	0
	[8.4%]
	[11.6%]
	[6.8%]
	[4.7%]
	[3.7%]
	[3.2%]

	
	1
	[4.2%]
	[5.8%]
	[3.4%]
	[2.4%]
	[1.8%]
	[1.6%]

	
	2
	[4.2%]
	[5.8%]
	[3.4%]
	[2.4%]
	[1.8%]
	[1.6%]

	Without RSRP report
	0
	[11.4%]
	[8.6%]
	[5.7%]
	[4.6%]
	[4.1%]
	[3.8%]

	
	1
	[5.7%]
	[4.3%]
	[2.9%]
	[2.3%]
	[2.1%]
	[1.9%]

	
	2
	[5.7%]
	[4.3%]
	[2.9%]
	[2.3%]
	[2.1%]
	[1.9%]



Table 8.2.2.2.6-4: Interruption duration for FR1 serving cell in inter-frequency SFTD with neighbour cell in FR2
	[image: ]
	NR Slot length (ms)
	Interruption length (slots)


	0
	1
	[1]

	1
	0.5
	[1]

	2
	0.25
	[2]



END OF SECOND MODIFICATION

UNCHANGED SECTIONS OMITTED
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