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< Unchanged sections omitted >

A.3.3.4
DRX Configuration 4: DRX cycle = 160 ms and TAT = Infinity
Table A.3.3.4-1: DRX.4: DRX cycle = 160 ms and time alignment timer (TAT) = Infinity
	Field
	Value

	drx-onDurationTimer
	psf2

	drx-InactivityTimer
	psf2

	drx-RetransmissionTimer
	Psf16

	longDRX-CycleStartOffset
	sf160, 0

	shortDRX
	disable

	TimeAlignmentTimer
	Infinity

	Note:
This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].


< Unchanged sections omitted >

A.3.3.6
DRX Configuration 6: DRX cycle = 320 ms and TAT = 500 ms
Table A.3.3.6-1: DRX.6: DRX cycle = 320 ms and time alignment timer (TAT) = 500 ms

	Field
	Value

	drx-onDurationTimer
	1 ms

	drx-InactivityTimer
	1 ms

	drx-RetransmissionTimerDL
	1 slot

	drx-RetransmissionTimerUL
	1 slot

	drx-LongCycleStartOffset
	320 ms

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:
This DRX configuration is applicable for NR serving cell. The DRX cycle and time alignment timer parameters are specified in clause 6.3.2 in TS 38.331 [2]


< Unchanged sections omitted >

A.3.3.9
DRX Configuration 9: DRX cycle = 40 ms and TAT = 500 ms
Table A.3.3.9-1: DRX.9: DRX cycle = 40 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	psf2

	drx-InactivityTimer
	psf100

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	Sf40, 0

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:
This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].


A.3.3.10
DRX Configuration 10: DRX cycle = 640 ms and TAT = 500 ms
Table A.3.3.10-1: DRX.10: DRX cycle = 640 ms and time alignment timer (TAT) = 500 ms
	Field
	Value

	drx-onDurationTimer
	psf6

	drx-InactivityTimer
	psf1920

	drx-RetransmissionTimer
	psf16

	longDRX-CycleStartOffset
	sf640, 0

	shortDRX
	disable

	TimeAlignmentTimer
	500 ms

	Note:
This DRX configuration is applicable for E-UTRA serving cell. For further information see clause 6.3.2 in TS 36.331 [16].


< Unchanged sections omitted >

A.5.5.1.9
EN-DC Radio Link Monitoring UE Scheduling Restrictions on FR2
< Unchanged sections omitted >

A.8.5.1
SFTD accuracy

A.8.5.1.1
SFTD accuracy

A.8.5.1.1.1
Test Purpose

The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in section 9.1.27 in TS 36.133 [15] for inter-RAT FR1 SFTD measurements. 

A.8.5.1.1.2
Test Environment
Supported test configurations are shown in Table A.8.5.1.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is inter-RAT NR FR1 target cell. The test parameters of cell 1 are given in section A.8.5.1.1.2-2. The test parameters of cell 2 are given in Table A.8.5.1.1.2-3. The SFTD between PCell and target cell shall be set by the test equipment to one of the time differences in Table A.8.5.1.1.2-4. 
Table A.8.5.1.1.2-1: Supported test configurations for SFTD accuracy

	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE TDD

	Note: 
The UE is only required to be tested in one of the supported test configurations


Table A.8.5.1.1.2-2: Test parameters for SFTD accuracy (Cell 1)

	Parameter
	Unit
	Test 1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	
	5MHz: NRB,c = 25

10MHz: NRB,c = 50

20MHz: NRB,c = 100

	PDSCH parameters:

DL Reference Measurement ChannelNote2
	
	5MHz: R.7 FDD

10MHz: R.3 FDD

20MHz: R.6 FDD

5MHz: R.4 TDD

10MHz: R.0 TDD

20MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:

DL Reference Measurement ChannelNote2
	
	5MHz: R.11 FDD

10MHz: R.6 FDD

20MHz: R.10 FDD

5MHz: R.11 TDD

10MHz: R.6 TDD

20MHz: R.10 TDD

	OCNG PatternsNote2
	
	5MHz: OP.20 FDD

10MHz: OP.10 FDD

20MHz: OP.17 FDD

5MHz: OP.9 TDD

10MHz: OP.1 TDD

20MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	NocNote4
	dBm/15 kHz
	-104

	Ês/Noc
	dB
	-3

	Ês/Iot
	dB
	-3

	RSRP Note5
	dBm/15 kHz
	-107

	SCH_RP Note5
	dBm/15 kHz
	-107

	Io Note5
	dBm/Ch BW
	-74.45

+10log

(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x2

	Note 1:
Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211.

Note 2:
DL RMCs and OCNG patterns are specified in sections A 3.1 and A 3.2 of TS 36.133 respectively.

Note 3:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.

Note 5:
Es/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.8.5.1.1.2-3: Test parameters for SFTD accuracy (Cell 2)

	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
[image: image1.wmf]oc

N

Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
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N

Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SSB SCS


	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
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	1~6
	dB
	-3
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	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A
	1,2,4,5
	dBm/9.36 MHz


	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table A.8.5.1.1.2-4: Timing offsets for SFTD accuracy test

	Configuration
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000


A.8.5.1.1.3
Test Requirements

The SFTD reported by the UE consists of 2 elements, SFN offset and frame boundary offset between PCell and inter-RAT NR target cell. The reported SFTD accuracy shall fulfil the requirement in section 9.1.27 in TS 36.133 [15].
< End of changes >
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