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5.2	Operating bands
NR is designed to operate in the FR2 operating bands defined in Table 5.2-1.
Table 5.2-1: NR operating bands in FR2
	Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	n257
	26500 MHz
	–
	29500 MHz 
	26500 MHz
	–
	29500 MHz 
	TDD

	n258
	24250 MHz
	–
	27500 MHz
	24250 MHz
	–
	27500 MHz
	TDD

	n260
	37000 MHz
	–
	40000 MHz
	37000 MHz
	–
	40000 MHz
	TDD

	n261
	27500 MHz
	–
	28350 MHz
	27500 MHz
	–
	28350 MHz
	TDD
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[bookmark: _Toc535324245]5.2A.1	Intra-band CA
NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR2.
Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n257B
	n257

	CA_n257C
	n257

	CA_n257D
	n257

	CA_n257E
	n257

	CA_n257F
	n257

	CA_n257G
	n257

	CA_n257H
	n257

	CA_n257I
	n257

	CA_n257J
	n257

	CA_n257K
	n257

	CA_n257L
	n257

	CA_n257M
	n257

	CA_n260B
	n260

	CA_n260C
	n260

	CA_n260D
	n260

	CA_n260E
	n260

	CA_n260F
	n260

	CA_n260G
	n260

	CA_n260H
	n260

	CA_n260I
	n260

	CA_n260J
	n260

	CA_n260K
	n260

	CA_n260L
	n260

	CA_n260M
	n260

	CA_n260O
	n260

	CA_n260P
	n260

	CA_n260Q
	n260

	CA_n261B
	n261

	CA_n261C
	n261

	CA_n261D
	n261

	CA_n261E
	n261

	CA_n261F
	n261

	CA_n261G
	n261

	CA_n261H
	n261

	CA_n261I
	n261

	CA_n261J
	n261

	CA_n261K
	n261

	CA_n261L
	n261

	CA_n261M
	n261

	CA_n261O
	n261

	CA_n261P
	n261

	CA_n261Q
	n261
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5.5	Configurations
[bookmark: _Toc535324273]5.5A	Configurations for CA
[bookmark: _Toc535324274]5.5A.1	Configurations for intra-band contiguous CA
Table 5.5A.1-1: NR CA configurations, bandwidth combination sets and fallback group defined for intra-band contiguous CA
	[bookmark: _Hlk511814538]NR CA configuration / Bandwidth combination set / Fallback group

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
BW (MHz)
	BCS
	Fallback group

	
	
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	CBW (MHz)
	
	
	

	CA_n257B
	CA_n257B
	50
	400
	
	
	
	
	
	
	450
	0
	1

	
	
	100
	400
	
	
	
	
	
	
	500
	
	

	
	
	200
	400
	
	
	
	
	
	
	600
	
	

	
	
	400
	400
	
	
	
	
	
	
	800
	
	

	CA_n257C
	CA_n257B
	50
	400
	400
	
	
	
	
	
	850
	0
	1

	
	
	100
	400
	400
	
	
	
	
	
	900
	
	

	
	
	200
	400
	400
	
	
	
	
	
	1000
	
	

	
	
	400
	400
	400
	
	
	
	
	
	1200
	
	

	CA_n257D
	CA_n257D
	50
	200
	
	
	
	
	
	
	250
	0
	2

	
	
	100
	200
	
	
	
	
	
	
	300
	
	

	
	
	200
	200
	
	
	
	
	
	
	400
	
	

	CA_n257E
	CA_n257E
	50
	200
	200
	
	
	
	
	
	450
	0
	

	
	
	100
	200
	200
	
	
	
	
	
	500
	
	

	
	
	200
	200
	200
	
	
	
	
	
	600
	
	

	CA_n257F
	CA_n257F
	50
	200
	200
	200
	
	
	
	
	650
	0
	

	
	
	100
	200
	200
	200
	
	
	
	
	700
	
	

	
	
	200
	200
	200
	200
	
	
	
	
	800
	
	

	CA_n257G
	CA_n257G
	100
	100
	
	
	
	
	
	
	200
	0
	3

	CA_n257H
	CA_n257H
	100
	100
	100
	
	
	
	
	
	300
	0
	

	CA_n257I
	CA_n257I
	100
	100
	100
	100
	
	
	
	
	400
	0
	

	CA_n257J
	CA_n257J
	100
	100
	100
	100
	100
	
	
	
	500
	0
	

	CA_n257K
	CA_n257K
	100
	100
	100
	100
	100
	100
	
	
	600
	0
	

	CA_n257L
	CA_n257L
	100
	100
	100
	100
	100
	100
	100
	
	700
	0
	

	CA_n257M
	CA_n257M
	100
	100
	100
	100
	100
	100
	100
	100
	800
	0
	

	CA_n260B
	CA_n260B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n260C
	CA_n260B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	1200
	0
	

	CA_n260D
	CA_n260D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	
	
	200
	50, 100, 200
	
	
	
	
	
	
	
	
	

	CA_n260E
	CA_n260E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	
	
	200
	200
	50, 100, 200
	
	
	
	
	
	
	
	

	CA_n260F
	CA_n260F
	50, 100, 200
	200 
	200
	200
	
	
	
	
	800
	0
	

	CA_n260G
	CA_n260G
	100
	50, 100
	
	
	
	
	
	
	200
	0
	3

	
	
	50, 100
	100
	
	
	
	
	
	
	
	
	

	CA_n260H
	CA_n260H
	100
	100
	50, 100
	
	
	
	
	
	300
	0
	

	
	
	50, 100
	100
	100
	
	
	
	
	
	
	
	

	CA_n260I
	CA_n260I
	100 
	100
	100
	50, 100
	
	
	
	
	400
	0
	

	
	
	50, 100
	100
	100
	100
	
	
	
	
	
	
	

	CA_n260J
	CA_n260J
	100
	100
	100
	100
	50, 100
	
	
	
	500
	0
	

	CA_n260K
	CA_n260K
	100
	100
	100
	100
	100
	50, 100
	
	
	600
	0
	

	CA_n260L
	CA_n260L
	100
	100
	100
	100
	100
	100
	50, 100
	
	700
	0
	

	CA_n260M
	CA_n260M
	100
	100
	100
	100
	100
	100
	100
	50, 100
	800
	0
	

	CA_n260O
	CA_n260O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n260P
	CA_n260P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n260Q
	CA_n260Q
	50, 100
	50, 100, 
	50, 100
	50, 100
	
	
	
	
	400
	0
	

	CA_n261B
	CA_n261B
	50, 100, 200, 400
	400
	
	
	
	
	
	
	800
	0
	1

	CA_n261C
	CA_n261B
	50, 100, 200, 400
	400
	400
	
	
	
	
	
	8501
	0
	

	CA_n261D
	CA_n261D
	50, 100, 200
	200
	
	
	
	
	
	
	400
	0
	2

	
	
	200
	50, 100, 200
	
	
	
	
	
	
	
	
	

	CA_n261E
	CA_n261E
	50, 100, 200
	200
	200
	
	
	
	
	
	600
	0
	

	
	
	200
	200
	50, 100, 200
	
	
	
	
	
	
	
	

	CA_n261F
	CA_n261F
	50, 100, 200
	200 
	200
	200
	
	
	
	
	800
	0
	

	CA_n261G
	CA_n261G
	100
	50, 100
	
	
	
	
	
	
	200
	0
	3

	
	
	50, 100
	100
	
	
	
	
	
	
	
	
	

	CA_n261H
	CA_n261H
	100
	100
	50, 100
	
	
	
	
	
	300
	0
	

	
	
	50, 100
	100
	100
	
	
	
	
	
	
	
	

	CA_n261I
	CA_n261I
	100 
	100
	100
	50, 100
	
	
	
	
	400
	0
	

	
	
	50, 100
	100
	100
	100
	
	
	
	
	
	
	

	CA_n261J
	CA_n261J
	100
	100
	100
	100
	50, 100
	
	
	
	500
	0
	

	CA_n261K
	CA_n261K
	100
	100
	100
	100
	100
	50, 100
	
	
	600
	0
	

	CA_n261L
	CA_n261L
	100
	100
	100
	100
	100
	100
	50, 100
	
	700
	0
	

	CA_n261M
	CA_n261M
	100
	100
	100
	100
	100
	100
	100
	50, 100
	800
	0
	

	
	
	50, 100
	100
	100
	100
	100
	100
	100
	100
	
	
	

	CA_n261O
	CA_n261O
	50, 100
	50, 100
	
	
	
	
	
	
	200
	0
	4

	CA_n261P
	CA_n261P
	50, 100
	50, 100
	50, 100
	
	
	
	
	
	300
	0
	

	CA_n261Q
	CA_n261Q
	50, 100
	50, 100, 
	50, 100
	50, 100
	
	
	
	
	400
	0
	

	NOTE 1:	The maximum bandwidth of band n261 is 850MHz  
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